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Standard Class O/Side O/Side Inside Bolt No. Hole
Rating Dia. Dia. Dia. Circle of Bolts Metric Inch Size
Table Full Face Ring Face Dia.

• AS 2129:2000 A 95 47 15 67 4 M12 - 14

D 95 47 15 67 4 M12 - 14

E 95 47 15 67 4 M12 - 14

F 95 47 15 67 4 M12 - 14

H 115 57 15 83 4 M16 - 18

J 115 57 15 83 4 M16 - 18

K 115 64 15 83 4 M16 - 18

R 115 64 15 83 4 M16 - 18

S 125 64 15 89 4 M20 - 22

T 140 64 15 102 4 M20 - 22

• AS 4087:1993 14/16 95 47 15 67 4 M12 - 14

(Class 14, 16, 21, 35) 21/35 95 47 15 67 4 M12 - 14

• British Standard (BTS) A 95 52 21 67 4 - - 14

BS3063 in accordance with  BS10 and B 95 52 21 67 4 - - 14

BS2035 C / D 95 52 21 67 4 - - 14

E 95 52 21 67 4 - - 14

F 95 52 21 67 4 - - 14

H 114 65 21 83 4 - - 18

ASME/ANSI B 16.1:1989 (#125 & #250) 125 89 48 21 60.3 4 - 1/2 16

• BS 1560-Section 3.1:1989 (#125/#250) 250 - ‐ - - - - - -

• ASME/ANSI B 16.5:1988 150 89 48 21 60.5 4 - 1/2 16

(Class 150-2500) 300 95 54 21 66.5 4 - 1/2 16

• BS 1560-Section 3.1:1989 600 95 54 21 66.5 4 - 1/2 16

(Class 150-2500) 900 121 64 21 82.6 4 - 3/4 22

1500 121 64 21 82.6 4 - 3/4 22

2500 133 64 21 88.9 4 - 3/4 22

• DIN 2501-Part 1 (PN6-100) PN6 80 40 22 55 4 M10 - 11

• ISO 7005-1:1992 (PN6-40) PN10 95 45 22 65 4 M12 - 14

• BS 4504-Section 3.2:1989 (PN6-40) PN16 95 45 22 65 4 M12 - 14

• EN1514-1 to Suit EN1092 PN25 95 45 22 65 4 M12 - 14

PN40 95 45 22 65 4 M12 - 14

PN64 105 45 22 75 4 M12 - 14

PN100 105 45 22 75 4 M12 - 14

• JIS B2220 5K 80 - 22.2 60 4 - - 12

10K 95 - 22.2 70 4 - - 15

• WSA109:2021 Standard PN16 - - - - - - - -

Notes:
There may be rounding or conversion deviations, but these should not exceed ± 1.5mm. If the deviation exceeds this tolerance it will be marked
with a letter and an explanation given in the footnote.
The information in this publication should not be relied upon as a substitute for detailed advice or as a basis for making a decision. Whilst every
care has been taken in the compilation of these tables, no guarantee is given, nor liability accepted for their accuracy.
For precise data, refer to relevant Standard.
This flange information does not necessarily apply to valves and other pipeline equipment which are often designed and manufactured to
accommodate multiple flange standards.  Consult relevant Manufacturer's data for information on its products.

Flange Tables        1/2" - 15mm

Flange Type Flange Dimensions Bolt Data
Bolt Size
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Standard Class O/Side O/Side Inside Bolt No. Hole
Rating Dia. Dia. Dia. Circle of Bolts Metric Inch Size
Table Full Face Ring Face Dia.

• AS 2129:2000 A 100 53 20 73 4 M12 - 14

D 100 53 20 73 4 M12 - 14

E 100 53 20 73 4 M12 - 14

F 100 53 20 73 4 M12 - 14

H 115 57 20 83 4 M16 - 18

J 115 57 20 83 4 M16 - 18

K 115 64 20 83 4 M16 - 18

R 115 64 20 83 4 M16 - 18

S 125 64 20 89 4 M20 - 22

T 140 64 20 102 4 M20 - 22

• AS 4087:1993 14/16 100 53 20 73 4 M12 - 14

(Class 14, 16, 21, 35) 21/35 100 53 20 73 4 M12 - 14

• British Standard (BTS) A 102 59 27 73 4 - - 14

BS3063 in accordance with  BS10 and B 102 59 27 73 4 - - 14

BS2035 C / D 102 59 27 73 4 - - 14

E 102 59 27 73 4 - - 14

F 102 59 27 73 4 - - 14

H 114 65 27 83 4 - - 18

ASME/ANSI B 16.1:1989 (#125 & #250) 125 98 57 27 69.8 4 - 1/2 16

• BS 1560-Section 3.1:1989 (#125/#250) 250 - ‐ - - - - - -

• ASME/ANSI B 16.5:1988 150 98 57 27 69.9 4 - 1/2 16

(Class 150-2500) 300 117 67 27 82.6 4 - 5/8 19

• BS 1560-Section 3.1:1989 600 117 67 27 82.6 4 - 5/8 19

(Class 150-2500) 900 130 70 27 88.9 4 - 3/4 22

1500 130 70 27 88.9 4 - 3/4 22

2500 140 70 27 95.3 4 - 3/4 22

• DIN 2501-Part 1 (PN6-100) PN6 90 50 27 65 4 M10 - 11

• ISO 7005-1:1992 (PN6-40) PN10 105 58 27 75 4 M12 - 14

• BS 4504-Section 3.2:1989 (PN6-40) PN16 105 58 27 75 4 M12 - 14

• EN1514-1 to Suit EN1092 PN25 105 58 27 75 4 M12 - 14

PN40 105 58 27 75 4 M12 - 14

PN64 - - - - - - - - -

PN100 - - - - - - - - -

• JIS B2220 5K 85 - 27.7 65 4 - - 12

  10K 100 - 27.7 75 4 - - 15

• WSA109:2021 Standard PN16 - - - - - - - -

Notes:
There may be rounding or conversion deviations, but these should not exceed ± 1.5mm. If the deviation exceeds this tolerance it will be marked
with a letter and an explanation given in the footnote.
The information in this publication should not be relied upon as a substitute for detailed advice or as a basis for making a decision. Whilst every
care has been taken in the compilation of these tables, no guarantee is given, nor liability accepted for their accuracy.
For precise data, refer to relevant Standard.
This flange information does not necessarily apply to valves and other pipeline equipment which are often designed and manufactured to
accommodate multiple flange standards.  Consult relevant Manufacturer's data for information on its products.

Phone: (08)  8276 4140    
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Flange Tables        3/4" - 20mm

Flange Type Flange Dimensions Bolt Data
Bolt Size
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Standard Class O/Side O/Side Inside Bolt No. Hole
Rating Dia. Dia. Dia. Circle of Bolts Metric Inch Size
Table Full Face Ring Face Dia.

• AS 2129:2000 A 115 63 25 83 4 M12 - 14

D 115 65 25 83 4 M12 - 14

E 115 63 25 83 4 M12 - 14

F 120 63 25 87 4 M16 - 18

H 120 64 25 87 4 M16 - 18

J 120 64 25 87 4 M16 - 18

K 125 76 25 95 4 M16 - 18

R 125 76 25 95 4 M16 - 18

S 140 76 25 102 4 M20 - 22

T 145 76 25 108 4 M20 - 22

• AS 4087:1993 14/16 115 63 25 83 4 M12 - 14

(Class 14, 16, 21, 35) 21/35 120 63 25 87 4 M16 - 18

• British Standard (BTS) A 114 68 34 83 4 - - 14

BS3063 in accordance with  BS10 and B 114 68 34 83 4 - - 14

BS2035 C / D 114 68 34 83 4 - - 14

E 114 68 34 83 4 - - 14

F 121 70 34 87 4 - - 18

H 121 70 34 87 4 - - 18

ASME/ANSI B 16.1:1989 (#125 & #250) 125 108 67 33 79.2 4 - 1/2 16

• BS 1560-Section 3.1:1989 (#125/#250) 250 124 73 33 88.9 4 - 5/8 19

• ASME/ANSI B 16.5:1988 150 108 67 33 79.2 4 - 1/2 16

(Class 150-2500) 300 124 73 33 88.9 4 - 5/8 19

• BS 1560-Section 3.1:1989 600 124 73 33 88.9 4 - 5/8 19

(Class 150-2500) 900 149 79 33 101.6 4 - 7/8 25

1500 149 79 33 101.6 4 - 7/8 25

2500 159 79 33 108 4 - 7/8 25

• DIN 2501-Part 1 (PN6-100) PN6 100 60 34 75 4 M10 - 11

• ISO 7005-1:1992 (PN6-40) PN10 115 68 34 85 4 M12 - 14

• BS 4504-Section 3.2:1989 (PN6-40) PN16 115 68 34 85 4 M12 - 14

• EN1514-1 to Suit EN1092 PN25 115 68 34 85 4 M12 - 14

PN40 115 68 34 85 4 M12 - 14

PN64 140 68 34 100 4 M16 - 18

PN100 140 68 34 100 4 M16 - 18

• JIS B2220 5K 95 - 34.5 75 4 - - 12

  10K 125 - 34.5 90 4 - - 19

• WSA109:2021 Standard PN16 - - - - - - - -

Notes:
There may be rounding or conversion deviations, but these should not exceed ± 1.5mm. If the deviation exceeds this tolerance it will be marked
with a letter and an explanation given in the footnote.
The information in this publication should not be relied upon as a substitute for detailed advice or as a basis for making a decision. Whilst every
care has been taken in the compilation of these tables, no guarantee is given, nor liability accepted for their accuracy.
For precise data, refer to relevant Standard.
This flange information does not necessarily apply to valves and other pipeline equipment which are often designed and manufactured to
accommodate multiple flange standards.  Consult relevant Manufacturer's data for information on its products.

Phone: (08)  8276 4140    
Web - www.industrialgaskets.com.au

Email - sales@industrialgaskets.com.au
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Flange Type Flange Dimensions Bolt Data
Bolt Size
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Standard Class O/Side O/Side Inside Bolt No. Hole
Rating Dia. Dia. Dia. Circle of Bolts Metric Inch Size
Table Full Face Ring Face Dia.

• AS 2129:2000 A 120 67 32 87 4 M12 - 14

D 120 67 32 87 4 M12 - 14

E 120 67 32 87 4 M12 - 14

F 135 74 32 98 4 M16 - 18

H 135 76 32 98 4 M16 - 18

J 135 76 32 98 4 M16 - 18

K 135 76 32 98 4 M16 - 18

R 135 76 32 98 4 M16 - 18

S 145 83 32 108 4 M20 - 22

T 160 83 32 121 4 M24 - 26

• AS 4087:1993 14/16 120 67 32 87 4 M12 - 14

(Class 14, 16, 21, 35) 21/35 135 74 32 98 4 M16 - 18

• British Standard (BTS) A 121 73 43 87 4 - - 14

BS3063 in accordance with  BS10 and B 121 73 43 87 4 - - 14

BS2035 C / D 121 73 43 87 4 - - 14

E 121 73 43 87 4 - - 14

F 133 81 43 98 4 - - 18

H 133 81 43 98 4 - - 18

ASME/ANSI B 16.1:1989 (#125 & #250) 125 117 76 42 88.9 4 - 1/2 16

• BS 1560-Section 3.1:1989 (#125/#250) 250 133 83 42 98.6 4 - 5/8 19

• ASME/ANSI B 16.5:1988 150 117 73 42 88.9 4 - 1/2 16

(Class 150-2500) 300 133 83 42 98.6 4 - 5/8 19

• BS 1560-Section 3.1:1989 600 133 83 42 98.6 4 - 5/8 19

(Class 150-2500) 900 159 89 42 111.3 4 - 7/8 25

1500 159 89 42 111.3 4 - 7/8 25

2500 184 89 42 130 4 - 1 28

• DIN 2501-Part 1 (PN6-100) PN6 120 70 43 90 4 M12 - 14

• ISO 7005-1:1992 (PN6-40) PN10 140 78 43 100 4 M16 - 18

• BS 4504-Section 3.2:1989 (PN6-40) PN16 140 78 43 100 4 M16 - 18

• EN1514-1 to Suit EN1092 PN25 140 78 43 100 4 M16 - 18

PN40 140 78 43 100 4 M16 - 18

PN64 - - - - - - - - -

PN100 - - - - - - - - -

• JIS B2220 5K 115 - 43.2 90 4 - - 15

  10K 135 - 43.2 100 4 - - 19

• WSA109:2021 Standard PN16 - - - - - - - -

Notes:
There may be rounding or conversion deviations, but these should not exceed ± 1.5mm. If the deviation exceeds this tolerance it will be marked
with a letter and an explanation given in the footnote.
The information in this publication should not be relied upon as a substitute for detailed advice or as a basis for making a decision. Whilst every
care has been taken in the compilation of these tables, no guarantee is given, nor liability accepted for their accuracy.
For precise data, refer to relevant Standard.
This flange information does not necessarily apply to valves and other pipeline equipment which are often designed and manufactured to
accommodate multiple flange standards.  Consult relevant Manufacturer's data for information on its products.

Phone: (08)  8276 4140    
Web - www.industrialgaskets.com.au

Email - sales@industrialgaskets.com.au
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Flange Type Flange Dimensions Bolt Data
Bolt Size
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Standard Class O/Side O/Side Inside Bolt No. Hole
Rating Dia. Dia. Dia. Circle of Bolts Metric Inch Size
Table Full Face Ring Face Dia.

• AS 2129:2000 A 135 78 40 98 4 M12 - 14

D 135 78 40 98 4 M12 - 14

E 135 78 40 98 4 M12 - 14

F 140 81 40 105 4 M16 - 18

H 140 83 40 105 4 M16 - 18

J 140 83 40 105 4 M16 - 18

K 150 89 40 114 4 M20 - 22

R 150 89 40 114 4 M20 - 22

S 160 89 40 121 4 M20 - 22

T 170 89 40 133 8 M20 - 22

• AS 4087:1993 14/16 135 78 40 98 4 M12 - 14

(Class 14, 16, 21, 35) 21/35 140 81 40 105 4 M16 - 18

• British Standard (BTS) A 133 84 48 98 4 - - 14

BS3063 in accordance with  BS10 and B 133 84 48 98 4 - - 14

BS2035 C / D 133 84 48 98 4 - - 14

E 133 84 48 98 4 - - 14

F 140 86 48 105 4 - - 19

H 140 86 48 105 4 - - 18

ASME/ANSI B 16.1:1989 (#125 & #250) 125 127 86 49 98.4 4 - 1/2 16

• BS 1560-Section 3.1:1989 (#125/#250) 250 155 95 49 114.3 4 - 3/4 22

• ASME/ANSI B 16.5:1988 150 127 86 49 98.6 4 - 1/2 16

(Class 150-2500) 300 155 95 49 114.3 4 - 3/4 22

• BS 1560-Section 3.1:1989 600 155 95 49 114.3 4 - 3/4 22

(Class 150-2500) 900 178 98 49 124 4 - 1 28

1500 178 98 49 124 4 - 1 28

2500 203 98 49 146.1 4 - 1⅛ 32

• DIN 2501-Part 1 (PN6-100) PN6 130 80 49 100 4 M12 - 14

• ISO 7005-1:1992 (PN6-40) PN10 150 88 49 110 4 M16 - 18

• BS 4504-Section 3.2:1989 (PN6-40) PN16 150 88 49 110 4 M16 - 18

• EN1514-1 to Suit EN1092 PN25 150 88 49 110 4 M16 - 18

PN40 150 88 49 110 4 M16 - 18

PN64 170 88 49 125 4 M20 - 22

PN100 170 88 49 125 4 M20 - 22

• JIS B2220 5K 120 - 49.1 95 4 - - 15

  10K 140 - 49.1 105 4 - - 19

• WSA109:2021 Standard PN16 - - - - - - - -

Notes:
There may be rounding or conversion deviations, but these should not exceed ± 1.5mm. If the deviation exceeds this tolerance it will be marked
with a letter and an explanation given in the footnote.
The information in this publication should not be relied upon as a substitute for detailed advice or as a basis for making a decision. Whilst every
care has been taken in the compilation of these tables, no guarantee is given, nor liability accepted for their accuracy.
For precise data, refer to relevant Standard.
This flange information does not necessarily apply to valves and other pipeline equipment which are often designed and manufactured to
accommodate multiple flange standards.  Consult relevant Manufacturer's data for information on its products.

Phone: (08)  8276 4140    
Web - www.industrialgaskets.com.au

Email - sales@industrialgaskets.com.au

Flange Tables      1 1/2" - 40mm

Flange Type Flange Dimensions Bolt Data
Bolt Size
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Standard Class O/Side O/Side Inside Bolt No. Hole
Rating Dia. Dia. Dia. Circle of Bolts Metric Inch Size
Table Full Face Ring Face Dia.

• AS 2129:2000 A 150 90 50 114 4 M16 - 18

D 150 90 50 114 4 M16 - 18

E 150 90 50 114 4 M16 - 18

F 165 103 50 127 4 M16 - 18

H 165 102 50 127 4 M16 - 18

J 165 102 50 127 4 M20 - 22

K 165 102 50 127 8 M16 - 18

R 165 102 50 127 8 M16 - 18

S 170 89 50 133 8 M20 - 22

T 185 102 50 146 8 M20 - 22

• AS 4087:1993 14/16 150 90 50 114 4 M16 - 18

(Class 14, 16, 21, 35) 21/35 165 103 50 127 4 M16 - 18

• British Standard (BTS) A 153 97 60 114 4 - - 18

BS3063 in accordance with  BS10 and B 152 97 60 114 4 - - 18

BS2035 C / D 152 95 60 114 4 - - 19

E 152 97 60 114 4 - - 18

F 165 110 60 127 4 - - 18

H 165 110 60 127 4 - - 18

ASME/ANSI B 16.1:1989 (#125 & #250) 125 152 105 60 120.7 4 - 5/8 19

• BS 1560-Section 3.1:1989 (#125/#250) 250 165 111 60 127 8 - 5/8 19

• ASME/ANSI B 16.5:1988 150 152 105 60 120.7 4 - 5/8 19

(Class 150-2500) 300 165 111 60 127 8 - 5/8 19

• BS 1560-Section 3.1:1989 600 165 111 60 127 8 - 5/8 19

(Class 150-2500) 900 216 143 60 165 8 - 7/8 25

1500 216 143 60 165 8 - 7/8 25

2500 235 143 60 171.5 8 - 1 28

• DIN 2501-Part 1 (PN6-100) PN6 140 90 61 110 4 M12 - 14

• ISO 7005-1:1992 (PN6-40) PN10 165 102 61 125 4 M16 - 18

• BS 4504-Section 3.2:1989 (PN6-40) PN16 165 102 61 125 4 M16 - 18

• EN1514-1 to Suit EN1092 PN25 165 102 61 125 4 M16 - 18

PN40 165 102 61 125 4 M16 - 18

PN64 180 102 61 135 4 M20 - 22

PN100 195 102 61 145 4 M24 - 26

• JIS B2220 5K 130 - 61.1 105 4 - - 15

  10K 155 - 61.1 120 4 - - 19

• WSA109:2021 Standard PN16 - - - - - - - -

Notes:
There may be rounding or conversion deviations, but these should not exceed ± 1.5mm. If the deviation exceeds this tolerance it will be marked
with a letter and an explanation given in the footnote.
The information in this publication should not be relied upon as a substitute for detailed advice or as a basis for making a decision. Whilst every
care has been taken in the compilation of these tables, no guarantee is given, nor liability accepted for their accuracy.
For precise data, refer to relevant Standard.
This flange information does not necessarily apply to valves and other pipeline equipment which are often designed and manufactured to
accommodate multiple flange standards.  Consult relevant Manufacturer's data for information on its products.

Phone: (08)  8276 4140    
Web - www.industrialgaskets.com.au

Email - sales@industrialgaskets.com.au
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Flange Type Flange Dimensions Bolt Data
Bolt Size
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Standard Class O/Side O/Side Inside Bolt No. Hole
Rating Dia. Dia. Dia. Circle of Bolts Metric Inch Size
Table Full Face Ring Face Dia.

• AS 2129:2000 A 165 103 65 127 4 M16 - 18

D 165 103 65 127 4 M16 - 18

E 165 103 65 127 4 M16 - 18

F 185 122 65 146 8 M16 - 18

H 185 114 65 146 8 M16 - 18

J 185 114 65 146 8 M20 - 22

K 185 114 65 146 8 M20 - 22

R 185 114 65 146 8 M20 - 22

S 185 102 65 146 8 M20 - 22

T 205 114 65 165 8 M24 - 26

• AS 4087:1993 14/16 165 103 65 127 4 M16 - 18

(Class 14, 16, 21, 35) 21/35 185 122 65 146 8 M16 - 18

• British Standard (BTS) A 165 110 76 127 4 18

BS3063 in accordance with  BS10 and B 165 110 76 127 4 18

BS2035 C / D 165 108 76 127 4 - - 19

E 165 109 76 127 4 - - 18

F 184 129 76 146 8 - - 18

H 184 129 76 146 8 - - 18

ASME/ANSI B 16.1:1989 (#125 & #250) 125 178 124 73 139.7 4 - 5/8 19

• BS 1560-Section 3.1:1989 (#125/#250) 250 190 130 73 149.4 8 - 3/4 22

• ASME/ANSI B 16.5:1988 150 178 124 73 139.7 4 - 5/8 19

(Class 150-2500) 300 190 130 73 149.4 8 - 3/4 22

• BS 1560-Section 3.1:1989 600 190 130 73 149.4 8 - 3/4 22

(Class 150-2500) 900 244 165 73 190.5 8 - 1 28

1500 244 165 73 190.5 8 - 1 28

2500 267 165 73 196.9 8 - 1⅛ 32

• DIN 2501-Part 1 (PN6-100) PN6 160 110 77 130 4 M12 - 14

• ISO 7005-1:1992 (PN6-40) PN10 185 122 77 145 4 M16 - 18

• BS 4504-Section 3.2:1989 (PN6-40) PN16 185 122 77 145 4 M16 - 18

• EN1514-1 to Suit EN1092 PN25 185 122 77 145 8 M16 - 18

PN40 185 122 77 145 8 M16 - 18

PN64 205 122 77 160 8 M20 - 22

PN100 220 122 77 170 8 M24 - 26

• JIS B2220 5K 155 - 77.1 130 4 - - 15

  10K 175 - 77.1 140 4 - - 19

• WSA109:2021 Standard PN16 - - - - - - - -

Notes:
There may be rounding or conversion deviations, but these should not exceed ± 1.5mm. If the deviation exceeds this tolerance it will be marked
with a letter and an explanation given in the footnote.
The information in this publication should not be relied upon as a substitute for detailed advice or as a basis for making a decision. Whilst every
care has been taken in the compilation of these tables, no guarantee is given, nor liability accepted for their accuracy.
For precise data, refer to relevant Standard.
This flange information does not necessarily apply to valves and other pipeline equipment which are often designed and manufactured to
accommodate multiple flange standards.  Consult relevant Manufacturer's data for information on its products.

Phone: (08)  8276 4140    
Web - www.industrialgaskets.com.au

Email - sales@industrialgaskets.com.au

Flange Tables      2 1/2" - 65mm

Flange Type Flange Dimensions Bolt Data
Bolt Size
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Standard Class O/Side O/Side Inside Bolt No. Hole
Rating Dia. Dia. Dia. Circle of Bolts Metric Inch Size
Table Full Face Ring Face Dia.

• AS 2129:2000 A 185 122 80 146 4 M16 - 18

D 185 122 80 146 4 M16 - 18

E 185 122 80 146 4 M16 - 18

F 205 141 80 165 8 M16 - 18

H 205 127 80 165 8 M16 - 18

J 205 127 80 165 8 M20 - 22

K 205 127 80 165 8 M20 - 22

R 205 127 80 165 8 M20 - 22

S 205 114 80 165 8 M24 - 26

T 235 127 80 191 8 M27 - 30

• AS 4087:1993 14/16 185 122 80 146 4 M16 - 18

(Class 14, 16, 21, 35) 21/35 205 141 80 165 8 M16 - 18

• British Standard (BTS) A 184 129 89 146 4 - - 18

BS3063 in accordance with  BS10 and B 184 129 89 146 4 - - 18

BS2035 C / D 184 127 89 146 4 - - 19

E 184 129 89 146 4 - - 18

F 203 148 89 165 8 - - 18

H 203 148 89 165 8 - - 18

ASME/ANSI B 16.1:1989 (#125 & #250) 125 191 137 89 152.4 4 - 5/8 19

• BS 1560-Section 3.1:1989 (#125/#250) 250 210 149 89 168.1 8 - 3/4 22

• ASME/ANSI B 16.5:1988 150 191 137 89 152.4 4 - 5/8 19

(Class 150-2500) 300 210 149 89 168.1 8 - 3/4 22

• BS 1560-Section 3.1:1989 600 210 149 89 168.1 8 - 3/4 22

(Class 150-2500) 900 241 168 89 190.5 8 - 7/8 25

1500 267 175 89 203.2 8 - 1⅛ 32

2500 305 175 89 228.6 8 - 1¼ 35

• DIN 2501-Part 1 (PN6-100) PN6 190 128 89 150 4 M16 - 18

• ISO 7005-1:1992 (PN6-40) PN10 200 138 89 160 8 M16 - 18

• BS 4504-Section 3.2:1989 (PN6-40) PN16 200 138 89 160 8 M16 - 18

• EN1514-1 to Suit EN1092 PN25 200 138 89 160 8 M16 - 18

PN40 200 138 89 160 8 M16 - 18

PN64 215 138 89 170 8 M20 - 22

PN100 230 138 89 180 8 M24 - 26

• JIS B2220 5K 180 - 90 145 4 - - 19

  10K 185 - 90 150 8 - - 19

• WSA109:2021 Standard PN16 185 127 82 146 4 M16 - 18

PN21 205 146 82 165 8 - - 18

Notes:
There may be rounding or conversion deviations, but these should not exceed ± 1.5mm. If the deviation exceeds this tolerance it will be marked
with a letter and an explanation given in the footnote.
The information in this publication should not be relied upon as a substitute for detailed advice or as a basis for making a decision. Whilst every
care has been taken in the compilation of these tables, no guarantee is given, nor liability accepted for their accuracy.
For precise data, refer to relevant Standard.
This flange information does not necessarily apply to valves and other pipeline equipment which are often designed and manufactured to
accommodate multiple flange standards.  Consult relevant Manufacturer's data for information on its products.

Phone: (08)  8276 4140    
Web - www.industrialgaskets.com.au

Email - sales@industrialgaskets.com.au

Flange Tables        3" - 80mm

Flange Type Flange Dimensions Bolt Data
Bolt Size
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Standard Class O/Side O/Side Inside Bolt No. Hole
Rating Dia. Dia. Dia. Circle of Bolts Metric Inch Size
Table Full Face Ring Face Dia.

• AS 2129:2000 A 205 141 90 165 4 M16 - 18

D 205 141 90 165 4 M16 - 18

E 205 141 90 165 8 M16 - 18

F 215 154 90 178 8 M16 - 18

H 215 140 90 178 8 M16 - 18

J 215 140 90 178 8 M20 - 22

K 230 140 90 184 8 M24 - 26

R 230 140 90 184 8 M24 - 26

S 230 127 90 191 8 M24 - 26

T 265 146 90 216 8 M30 - 33

• AS 4087:1993 14/16 205 141 90 165 4 M16 - 18

(Class 14, 16, 21, 35) 21/35 215 154 90 178 8 M16 - 18

• British Standard (BTS) A 203 148 102 165 4 - - 18

BS3063 in accordance with  BS10 and B 203 148 102 165 4 - - 18

BS2035 C / D 203 146 102 165 4 - - 19

E 203 148 102 165 8 - - 18

F 216 160 102 178 8 - - 18

H 216 160 102 178 8 - - 18

ASME/ANSI B 16.1:1989 (#125 & #250) 125 216 - - 177.8 8 - 5/8 19

• BS 1560-Section 3.1:1989 (#125/#250) 250 229 ‐ - 184.2 8 - 3/4 22

• ASME/ANSI B 16.5:1988 150 216 162 102 177.8 8 - 5/8 19

(Class 150-2500) 300 229 165 102 184.2 8 - 3/4 22

• BS 1560-Section 3.1:1989 600 229 162 102 184.2 8 - 7/8 25

(Class 150-2500) 900 - 292 102 - - - - -

1500 - - - - - - - -

2500 - - - - - - - -

• DIN 2501-Part 1 (PN6-100) PN6 - - - - - - - -

• ISO 7005-1:1992 (PN6-40) PN10 - - - - - - - -

• BS 4504-Section 3.2:1989 (PN6-40) PN16 - - - - - - - -

• EN1514-1 to Suit EN1092 PN25 - - - - - - - -

PN40 - - - - - - - -

PN64 - - - - - - - -

PN100 - - - - - - - -

• JIS B2220 5K 190 - 102.6 155 4 - - 19

  10K 195 - 102.6 160 8 - - 19

• WSA109:2021 Standard PN16 - - - - - - - -

Notes:
There may be rounding or conversion deviations, but these should not exceed ± 1.5mm. If the deviation exceeds this tolerance it will be marked
with a letter and an explanation given in the footnote.
The information in this publication should not be relied upon as a substitute for detailed advice or as a basis for making a decision. Whilst every
care has been taken in the compilation of these tables, no guarantee is given, nor liability accepted for their accuracy.
For precise data, refer to relevant Standard.
This flange information does not necessarily apply to valves and other pipeline equipment which are often designed and manufactured to
accommodate multiple flange standards.  Consult relevant Manufacturer's data for information on its products.

Phone: (08)  8276 4140    
Web - www.industrialgaskets.com.au

Email - sales@industrialgaskets.com.au

Flange Tables      3 1/2" - 90mm

Flange Type Flange Dimensions Bolt Data
Bolt Size

INDUSTRIAL GASKETS 



Standard Class O/Side O/Side Inside Bolt No. Hole
Rating Dia. Dia. Dia. Circle of Bolts Metric Inch Size
Table Full Face Ring Face Dia.

• AS 2129:2000 A 215 154 100 178 4 M16 - 18

D 215 154 100 178 4 M16 - 18

E 215 154 100 178 8 M16 - 18

F 230 167 100 191 8 M16 - 18

H 230 152 100 191 8 M16 - 18

J 230 152 100 191 8 M20 - 22

K 240 152 100 197 8 M24 - 26

R 240 152 100 197 8 M24 - 26

S 250 159 100 203 8 M27 - 30

T 285 159 100 235 8 M30 - 33

• AS 4087:1993 14/16 215 154 100 178 4 M16 - 18

(Class 14, 16, 21, 35) 21/35 230 167 100 191 8 M16 - 18

• British Standard (BTS) A 216 160 114 178 4 - - 18

BS3063 in accordance with  BS10 and B 216 160 114 178 4 - - 18

BS2035 C / D 216 159 114 178 4 - - 19

E 216 160 114 178 8 - - 18

F 229 173 114 191 8 - - 18

H 229 173 114 191 8 - - 18

ASME/ANSI B 16.1:1989 (#125 & #250) 125 229 175 114 190.5 8 - 5/8 19

• BS 1560-Section 3.1:1989 (#125/#250) 250 254 181 114 200.2 8 - 3/4 22

• ASME/ANSI B 16.5:1988 150 229 175 114 190.5 8 - 5/8 19

(Class 150-2500) 300 254 181 114 200.2 8 - 3/4 22

• BS 1560-Section 3.1:1989 600 273 194 114 215.9 8 - 7/8 25

(Class 150-2500) 900 292 206 114 235 8 - 1⅛ 32

1500 311 210 114 241.3 8 - 1¼ 35

2500 357 210 114 273.1 8 - 1½ 41

• DIN 2501-Part 1 (PN6-100) PN6 210 148 115 170 4 M16 - 18

• ISO 7005-1:1992 (PN6-40) PN10 220 158 115 180 8 M16 - 18

• BS 4504-Section 3.2:1989 (PN6-40) PN16 220 158 115 180 8 M16 - 18

• EN1514-1 to Suit EN1092 PN25 235 162 115 190 8 M20 - 22

PN40 235 162 115 190 8 M20 - 22

PN64 250 162 115 200 8 M24 - 26

PN100 265 162 115 210 8 M27 - 30

• JIS B2220 5K 200 - 115.4 165 8 - - 19

  10K 210 - 115.4 175 8 - - 19

• WSA109:2021 Standard PN16 215 159 108 178 4 M16 - 18

PN21 230 172 108 191 8 - - 18

Notes:
There may be rounding or conversion deviations, but these should not exceed ± 1.5mm. If the deviation exceeds this tolerance it will be marked
with a letter and an explanation given in the footnote.
The information in this publication should not be relied upon as a substitute for detailed advice or as a basis for making a decision. Whilst every
care has been taken in the compilation of these tables, no guarantee is given, nor liability accepted for their accuracy.
For precise data, refer to relevant Standard.
This flange information does not necessarily apply to valves and other pipeline equipment which are often designed and manufactured to
accommodate multiple flange standards.  Consult relevant Manufacturer's data for information on its products.

Phone: (08)  8276 4140    
Web - www.industrialgaskets.com.au

Email - sales@industrialgaskets.com.au

Flange Tables        4" - 100mm

Flange Type Flange Dimensions Bolt Data
Bolt Size

INDUSTRIAL GASKETS 



Standard Class O/Side O/Side Inside Bolt No. Hole
Rating Dia. Dia. Dia. Circle of Bolts Metric Inch Size
Table Full Face Ring Face Dia.

• AS 2129:2000 A 255 186 125 210 4 M16 - 18

D 255 186 125 210 8 M16 - 18

E 255 186 125 210 8 M16 - 18

F 280 207 125 235 8 M20 - 22

H 280 178 125 235 8 M20 - 22

J 280 178 125 235 8 M24 - 26

K 280 178 125 235 12 M24 - 26

R 280 178 125 235 12 M24 - 26

S 285 191 125 235 12 M24 - 26

T 325 210 125 273 12 M30 - 33

• AS 4087:1993 14/16 255 186 125 210 8 M16 - 18

(Class 14, 16, 21, 35) 21/35 280 207 125 235 8 M20 - 22

• British Standard (BTS) A 254 192 140 210 4 - - 18

BS3063 in accordance with  BS10 and B 254 192 140 210 8 - - 18

BS2035 C / D 254 191 140 210 8 - - 19

E 254 192 140 210 8 - - 18

F 279 213 140 235 8 - - 22

H 279 213 140 235 8 - - 22

ASME/ANSI B 16.1:1989 (#125 & #250) 125 254 197 141 215.9 8 - 3/4 22

• BS 1560-Section 3.1:1989 (#125/#250) 250 279 216 141 235 8 - 3/4 22

• ASME/ANSI B 16.5:1988 150 254 197 141 215.9 8 - 3/4 22

(Class 150-2500) 300 279 216 141 235 8 - 3/4 22

• BS 1560-Section 3.1:1989 600 330 241 141 266.7 8 - 1 28

(Class 150-2500) 900 349 248 141 279.4 8 - 1¼ 35

1500 375 254 141 292.1 8 - 1½ 41

2500 419 254 141 323.9 8 - 1¾ 48

• DIN 2501-Part 1 (PN6-100) PN6 240 178 141 200 8 M16 - 18

• ISO 7005-1:1992 (PN6-40) PN10 250 188 141 210 8 M16 - 18

• BS 4504-Section 3.2:1989 (PN6-40) PN16 250 188 141 210 8 M16 - 18

• EN1514-1 to Suit EN1092 PN25 270 188 141 220 8 M24 - 26

PN40 270 188 141 220 8 M24 - 26

PN64 295 188 141 240 8 M27 - 30

PN100 315 188 141 250 8 M30 - 33

• JIS B2220 5K 235 - 141.2 200 8 - - 19

  10K 250 - 141.2 210 8 - - 23

• WSA109:2021 Standard PN16 - - - - - - - -

PN21 - - - - - - - -

Notes:
There may be rounding or conversion deviations, but these should not exceed ± 1.5mm. If the deviation exceeds this tolerance it will be marked
with a letter and an explanation given in the footnote.
The information in this publication should not be relied upon as a substitute for detailed advice or as a basis for making a decision. Whilst every
care has been taken in the compilation of these tables, no guarantee is given, nor liability accepted for their accuracy.
For precise data, refer to relevant Standard.
This flange information does not necessarily apply to valves and other pipeline equipment which are often designed and manufactured to
accommodate multiple flange standards.  Consult relevant Manufacturer's data for information on its products.

Phone: (08)  8276 4140    
Web - www.industrialgaskets.com.au

Email - sales@industrialgaskets.com.au

Flange Tables        5" - 125mm

Flange Type Flange Dimensions Bolt Data
Bolt Size

INDUSTRIAL GASKETS 



Standard Class O/Side O/Side Inside Bolt No. Hole
Rating Dia. Dia. Dia. Circle of Bolts Metric Inch Size
Table Full Face Ring Face Dia.

• AS 2129:2000 A 280 211 150 235 4 M16 - 18

D 280 211 150 235 8 M16 - 18

E 280 207 150 235 8 M20 - 22

F 305 232 150 260 12 M20 - 22

H 305 210 150 260 12 M20 - 22

J 305 210 150 260 12 M24 - 26

K 305 210 150 260 12 M24 - 26

R 305 210 150 260 12 M24 - 26

S 325 210 150 273 12 M27 - 30

T 375 229 150 318 12 M33 - 36

• AS 4087:1993 14/16 280 211 150 235 8 M16 - 18

(Class 14, 16, 21, 35) 21/35 305 232 150 260 12 M20 - 22

• British Standard (BTS) A 279 217 168 235 4 18

BS3063 in accordance with  BS10 and B 279 216 168 235 8 18

BS2035 C / D 279 216 168 235 8 - - 19

E 279 213 168 235 8 - - 22

F 305 238 168 260 12 - - 22

H 305 238 168 260 12 - - 22

ASME/ANSI B 16.1:1989 (#125 & #250) 125 279 222 168 241.3 8 - 3/4 22

• BS 1560-Section 3.1:1989 (#125/#250) 250 318 251 168 269.7 12 - 3/4 22

• ASME/ANSI B 16.5:1988 150 279 222 168 241.3 8 - 3/4 22

(Class 150-2500) 300 318 251 168 269.7 12 - 3/4 22

• BS 1560-Section 3.1:1989 600 357 267 168 292.1 12 - 1 28

(Class 150-2500) 900 381 289 168 317.5 12 - 1 1/8 32

1500 394 289 168 317.5 12 - 1 3/8 38

2500 483 289 168 368.3 8 - 2 54

• DIN 2501-Part 1 (PN6-100) PN6 265 202 169 225 8 M16 - 18

• ISO 7005-1:1992 (PN6-40) PN10 285 212 169 240 8 M20 - 22

• BS 4504-Section 3.2:1989 (PN6-40) PN16 285 212 169 240 8 M20 - 22

• EN1514-1 to Suit EN1092 PN25 300 218 169 250 8 M24 - 26

PN40 300 218 169 250 8 M24 - 26

PN64 345 218 169 280 8 M30 - 33

PN100 355 218 169 290 12 M30 - 33

• JIS B2220 5K 265 - 166.6 230 8 - - 19

  10K 280 - 166.6 240 8 - - 23

• WSA109:2021 Standard PN16 280 216 161 235 8 M16 - 18

PN21 305 237 161 260 12 - - 22

Notes:
There may be rounding or conversion deviations, but these should not exceed ± 1.5mm. If the deviation exceeds this tolerance it will be marked
with a letter and an explanation given in the footnote.
The information in this publication should not be relied upon as a substitute for detailed advice or as a basis for making a decision. Whilst every
care has been taken in the compilation of these tables, no guarantee is given, nor liability accepted for their accuracy.
For precise data, refer to relevant Standard.
This flange information does not necessarily apply to valves and other pipeline equipment which are often designed and manufactured to
accommodate multiple flange standards.  Consult relevant Manufacturer's data for information on its products.

Phone: (08)  8276 4140    
Web - www.industrialgaskets.com.au

Email - sales@industrialgaskets.com.au

Flange Tables        6" - 150mm

Flange Type Flange Dimensions Bolt Data
Bolt Size

INDUSTRIAL GASKETS 



Standard Class O/Side O/Side Inside Bolt No. Hole
Rating Dia. Dia. Dia. Circle of Bolts Metric Inch Size
Table Full Face Ring Face Dia.

• AS 2129:2000 A 335 268 200 292 8 M16 - 18

D 335 268 200 292 8 M16 - 18

E 335 264 200 292 8 M20 - 22

F 370 296 200 324 12 M20 - 22

H 370 260 200 324 12 M20 - 22

J 370 260 200 324 12 M24 - 26

K 370 260 200 318 12 M27 - 30

R 370 260 200 324 12 M27 - 30

S 415 273 200 356 12 M33 - 36

T 475 298 200 406 12 M39 - 42

• AS 4087:1993 14/16 335 268 200 292 8 M16 - 18

(Class 14, 16, 21, 35) 21/35 370 296 200 324 12 M20 - 22

• British Standard (BTS) A 337 275 219 292 8 18

BS3063 in accordance with  BS10 and B 337 275 219 292 8 18

BS2035 C / D 337 273 219 292 8 - - 19

E 337 270 219 292 8 - - 22

F 368 302 219 324 12 - - 22

H 368 302 219 324 12 - - 22

ASME/ANSI B 16.1:1989 (#125 & #250) 125 343 279 219 298.5 8 - 3/4 22

• BS 1560-Section 3.1:1989 (#125/#250) 250 381 308 219 330.2 12 - 7/8 25

• ASME/ANSI B 16.5:1988 150 343 279 219 298.5 8 - 3/4 22

(Class 150-2500) 300 381 308 219 330.2 12 - 7/8 25

• BS 1560-Section 3.1:1989 600 419 321 219 349.3 12 - 1 1/8 32

(Class 150-2500) 900 470 359 219 393.7 12 - 1 3/8 38

1500 483 359 219 393.7 12 - 1 5/8 45

2500 553 359 219 438.2 12 - 2 54

• DIN 2501-Part 1 (PN6-100) PN6 320 258 220 280 8 M16 - 18

• ISO 7005-1:1992 (PN6-40) PN10 340 268 220 295 8 M20 - 22

• BS 4504-Section 3.2:1989 (PN6-40) PN16 340 268 220 295 12 M20 - 22

• EN1514-1 to Suit EN1092 PN25 360 278 220 310 12 M24 - 26

PN40 375 285 220 320 12 M27 - 30

PN64 415 285 220 345 12 M33 - 36

PN100 430 285 220 360 12 M33 - 36

• JIS B2220 5K 320 - 218 280 8 - - 23

  10K 330 - 218 290 12 - - 23

• WSA109:2021 Standard PN16 335 273 216 292 8 M16 - 18

PN21 370 301 216 324 12 - - 22

Notes:
There may be rounding or conversion deviations, but these should not exceed ± 1.5mm. If the deviation exceeds this tolerance it will be marked
with a letter and an explanation given in the footnote.
The information in this publication should not be relied upon as a substitute for detailed advice or as a basis for making a decision. Whilst every
care has been taken in the compilation of these tables, no guarantee is given, nor liability accepted for their accuracy.
For precise data, refer to relevant Standard.
This flange information does not necessarily apply to valves and other pipeline equipment which are often designed and manufactured to
accommodate multiple flange standards.  Consult relevant Manufacturer's data for information on its products.

Phone: (08)  8276 4140    
Web - www.industrialgaskets.com.au

Email - sales@industrialgaskets.com.au

Flange Tables        8" - 200mm

Flange Type Flange Dimensions Bolt Data
Bolt Size

INDUSTRIAL GASKETS 



Standard Class O/Side O/Side Inside Bolt No. Hole
Rating Dia. Dia. Dia. Circle of Bolts Metric Inch Size
Table Full Face Ring Face Dia.

• AS 2129:2000 A - - - - - - - -

D - - - - - - - -

E - - - - - - - -

F - - - - - - - -

H - - - - - - - -

J - - - - - - - -

K - - - - - - - -

R - - - - - - - -

S - - - - - - - -

T - - - - - - - -

• AS 4087:1993 14/16 370 300 225 324 8 M16 - 18

(Class 14, 16, 21, 35) 21/35 405 324 225 356 12 M24 - 26

• British Standard (BTS) A 306 244

BS3063 in accordance with  BS10 and B

BS2035 C / D 368 305 244 324 8 - - 19

E 368 302 244 324 12 - - 22

F 406 330 244 356 12 - - 25

H 406 330 244 356 12 - - 25

ASME/ANSI B 16.1:1989 (#125 & #250) 125 - - - - - - - -

• BS 1560-Section 3.1:1989 (#125/#250) 250 - ‐ - - - - - -

• ASME/ANSI B 16.5:1988 150 - - - - - - - -

(Class 150-2500) 300 - - - - - - - -

• BS 1560-Section 3.1:1989 600 - - - - - - - -

(Class 150-2500) 900 - - - - - - - -

1500 - - - - - - - -

2500 - - - - - - - -

• DIN 2501-Part 1 (PN6-100) PN6 - - - - - - - -

• ISO 7005-1:1992 (PN6-40) PN10 - - - - - - - -

• BS 4504-Section 3.2:1989 (PN6-40) PN16 - - - - - - - -

EN1514-1 to Suit EN1092 PN25 - - - - - - - -

PN40 - - - - - - - -

PN64 - - - - - - - -

PN100 - - - - - - - -

• JIS B2220 5K - - - - - - - -

  10K - - - - - - - -

• WSA109:2021 Standard PN16 370 305 241 324 8 M16 - 18

PN21 405 329 241 356 12 - - 26

Notes:
There may be rounding or conversion deviations, but these should not exceed ± 1.5mm. If the deviation exceeds this tolerance it will be marked
with a letter and an explanation given in the footnote.
The information in this publication should not be relied upon as a substitute for detailed advice or as a basis for making a decision. Whilst every
care has been taken in the compilation of these tables, no guarantee is given, nor liability accepted for their accuracy.
For precise data, refer to relevant Standard.
This flange information does not necessarily apply to valves and other pipeline equipment which are often designed and manufactured to
accommodate multiple flange standards.  Consult relevant Manufacturer's data for information on its products.

Phone: (08)  8276 4140    
Web - www.industrialgaskets.com.au

Email - sales@industrialgaskets.com.au

Flange Tables        9" - 225mm

Flange Type Flange Dimensions Bolt Data
Bolt Size

INDUSTRIAL GASKETS 



Standard Class O/Side O/Side Inside Bolt No. Hole
Rating Dia. Dia. Dia. Circle of Bolts Metric Inch Size
Table Full Face Ring Face Dia.

• AS 2129:2000 A 405 328 250 356 8 M20 - 22

D 405 328 250 356 8 M20 - 22

E 405 328 250 356 12 M20 - 22

F 430 349 250 381 12 M24 - 26

H 430 311 250 381 12 M24 - 26

J 430 311 250 381 12 M27 - 30

K 430 311 250 381 16 M27 - 30

R 430 311 250 387 16 M27 - 30

S 485 330 250 425 16 M33 - 36

T 560 356 250 489 16 M39 - 42

• AS 4087:1993 14/16 405 328 250 356 8 M20 - 22

(Class 14, 16, 21, 35) 21/35 430 349 250 381 12 M24 - 26

• British Standard (BTS) A 406 333 273 356 8 22

BS3063 in accordance with  BS10 and B 406 333 273 356 8 22

BS2035 C / D 406 333 273 356 8 - - 22

E 406 333 273 356 12 - - 22

F 432 356 273 381 12 - - 25

H 432 356 273 381 12 - - 25

ASME/ANSI B 16.1:1989 (#125 & #250) 125 406 352 273 362 12 7/8 25

• BS 1560-Section 3.1:1989 (#125/#250) 250 445 362 273 387.4 16 - 1 28

• ASME/ANSI B 16.5:1988 150 406 340 273 362 12 - 7/8 25

(Class 150-2500) 300 445 362 273 387.4 16 - 1 28

• BS 1560-Section 3.1:1989 600 508 400 273 431.8 16 - 1¼ 35

(Class 150-2500) 900 546 435 273 469.9 16 - 1⅜ 38

1500 584 435 273 482.6 12 - 1⅞ 51

2500 673 435 273 539.8 12 - 2½ 67

• DIN 2501-Part 1 (PN6-100) PN6 375 312 273 335 12 M16 - 18

• ISO 7005-1:1992 (PN6-40) PN10 395 320 273 350 12 M20 - 22

• BS 4504-Section 3.2:1989 (PN6-40) PN16 405 320 273 355 12 M24 - 26

• EN1514-1 to Suit EN1092 PN25 425 335 273 370 12 M27 - 30

PN40 450 345 273 385 12 M30 - 33

PN64 470 345 273 400 12 M33 - 36

PN100 505 345 273 430 12 M36 - 39

• JIS B2220 5K 385 - 269.5 345 12 - - 23

  10K 400 - 269.5 355 12 - - 25

• WSA109:2021 Standard PN16 405 333 268 356 8 M20 - 22

PN21 430 354 268 381 12 - - 26

Notes:
There may be rounding or conversion deviations, but these should not exceed ± 1.5mm. If the deviation exceeds this tolerance it will be marked
with a letter and an explanation given in the footnote.
The information in this publication should not be relied upon as a substitute for detailed advice or as a basis for making a decision. Whilst every
care has been taken in the compilation of these tables, no guarantee is given, nor liability accepted for their accuracy.
For precise data, refer to relevant Standard.
This flange information does not necessarily apply to valves and other pipeline equipment which are often designed and manufactured to
accommodate multiple flange standards.  Consult relevant Manufacturer's data for information on its products.

Phone: (08)  8276 4140    
Web - www.industrialgaskets.com.au

Email - sales@industrialgaskets.com.au

Flange Tables       10" - 250mm

Flange Type Flange Dimensions Bolt Data
Bolt Size

INDUSTRIAL GASKETS 



Standard Class O/Side O/Side Inside Bolt No. Hole
Rating Dia. Dia. Dia. Circle of Bolts Metric Inch Size
Table Full Face Ring Face Dia.

• AS 2129:2000 A 455 378 300 406 8 M20 - 22

D 455 378 300 406 12 M20 - 22

E 455 374 300 406 12 M24 - 26

F 490 406 300 438 16 M24 - 26

H 490 362 300 438 16 M24 - 26

J 490 362 300 438 16 M27 - 30

K 490 362 300 432 16 M30 - 33

R 510 362 300 457 16 M30 - 33

S 580 381 300 508 16 M39 - 42

T 655 413 300 572 16 M45 - 48

• AS 4087:1993 14/16 455 378 300 406 12 M20 - 22

(Class 14, 16, 21, 35) 21/35 490 406 300 438 16 M24 - 26

• British Standard (BTS) A 457 384 324 406 8 22

BS3063 in accordance with  BS10 and B 457 384 324 406 12 22

BS2035 C / D 457 384 324 406 12 - - 22

E 457 381 324 406 12 - - 25

F 489 413 324 438 16 - - 25

H 489 413 324 438 16 - - 25

ASME/ANSI B 16.1:1989 (#125 & #250) 125 483 410 324 431.8 12 - 7/8 25

• BS 1560-Section 3.1:1989 (#125/#250) 250 521 422 324 450.9 16 - 1 1/8 32

• ASME/ANSI B 16.5:1988 150 483 410 324 431.8 12 - 7/8 25

(Class 150-2500) 300 521 422 324 450.9 16 - 1⅛ 32

• BS 1560-Section 3.1:1989 600 559 457 324 489 20 - 1¼ 35

(Class 150-2500) 900 610 498 324 533.4 20 - 1⅜ 38

1500 673 520 324 571.5 16 - 2 54

2500 762 520 324 619.3 12 - 2¾ 73

• DIN 2501-Part 1 (PN6-100) PN6 440 365 324 395 12 M20 - 22

• ISO 7005-1:1992 (PN6-40) PN10 445 370 324 400 12 M20 - 22

• BS 4504-Section 3.2:1989 (PN6-40) PN16 460 378 324 410 12 M24 - 26

• EN1514-1 to Suit EN1092 PN25 485 395 324 430 16 M27 - 30

PN40 515 410 324 450 16 M30 - 33

PN64 530 410 324 460 16 M33 - 36

PN100 585 410 324 500 16 M39 - 42

• JIS B2220 5K 430 - 321 390 12 - - 23

  10K 445 - 321 400 16 - - 25

• WSA109:2021 Standard PN16 455 383 325 406 12 M20 - 22

PN21 490 411 325 438 16 - - 26

Notes:
There may be rounding or conversion deviations, but these should not exceed ± 1.5mm. If the deviation exceeds this tolerance it will be marked
with a letter and an explanation given in the footnote.
The information in this publication should not be relied upon as a substitute for detailed advice or as a basis for making a decision. Whilst every
care has been taken in the compilation of these tables, no guarantee is given, nor liability accepted for their accuracy.
For precise data, refer to relevant Standard.
This flange information does not necessarily apply to valves and other pipeline equipment which are often designed and manufactured to
accommodate multiple flange standards.  Consult relevant Manufacturer's data for information on its products.

Phone: (08)  8276 4140    
Web - www.industrialgaskets.com.au

Email - sales@industrialgaskets.com.au

Flange Tables       12" - 300mm

Flange Type Flange Dimensions Bolt Data
Bolt Size

INDUSTRIAL GASKETS 



Standard Class O/Side O/Side Inside Bolt No. Hole
Rating Dia. Dia. Dia. Circle of Bolts Metric Inch Size
Table Full Face Ring Face Dia.

• AS 2129:2000 A 525 438 350 470 8 M24 - 26

D 525 438 350 470 12 M24 - 26

E 525 438 350 470 12 M24 - 26

F 550 459 350 495 16 M27 - 30

H 550 419 350 495 16 M27 - 30

J 550 419 350 495 16 M30 - 33

K 570 419 350 508 16 M33 - 36

R 585 419 350 527 16 M33 - 36

S 650 438 350 578 20 M39 - 42

T - - 350 - - - - -

• AS 4087:1993 14/16 525 438 350 470 12 M24 - 26

(Class 14, 16, 21, 35) 21/35 550 459 350 495 16 M27 - 30

• British Standard (BTS) A 527 445 381 470 8 25

BS3063 in accordance with  BS10 and B 527 445 381 470 12 25

BS2035 C / D 527 444.5 381 470 12 - - 25

E 527 445 381 470 12 - - 25

F 552 467 381 495 16 - - 29

H 552 467 381 495 16 - - 29

ASME/ANSI B 16.1:1989 (#125 & #250) 125 533 451 356 476.3 12 1 28

• BS 1560-Section 3.1:1989 (#125/#250) 250 584 486 356 514.4 20 - 1 1/8 32

• ASME/ANSI B 16.5:1988 150 533 451 356 476.3 12 - 1 28

(Class 150-2500) 300 584 486 356 514.4 20 - 1⅛ 32

• BS 1560-Section 3.1:1989 600 603 492 356 527.1 20 - 1⅜ 38

(Class 150-2500) 900 641 521 356 558.8 20 - 1½ 41

1500 749 580 356 635 16 - 2¼ 61

2500 - - - - - - - -

• DIN 2501-Part 1 (PN6-100) PN6 490 415 356 445 12 M20 - 22

• ISO 7005-1:1992 (PN6-40) PN10 505 430 356 460 16 M20 - 22

• BS 4504-Section 3.2:1989 (PN6-40) PN16 520 438 356 470 16 M24 - 26

• EN1514-1 to Suit EN1092 PN25 555 450 356 490 16 M30 - 33

PN40 580 465 356 510 16 M33 - 36

PN64 600 465 356 525 16 M36 - 39

PN100 655 465 356 560 16 M45 - 48

• JIS B2220 5K 480 - 358.1 435 12 - - 25

  10K 490 - 358.1 445 16 - - 25

• WSA109:2021 Standard PN16 525 443 375 470 12 M24 - 26

PN21 550 464 375 495 16 - - 30

Notes:
There may be rounding or conversion deviations, but these should not exceed ± 1.5mm. If the deviation exceeds this tolerance it will be marked
with a letter and an explanation given in the footnote.
The information in this publication should not be relied upon as a substitute for detailed advice or as a basis for making a decision. Whilst every
care has been taken in the compilation of these tables, no guarantee is given, nor liability accepted for their accuracy.
For precise data, refer to relevant Standard.
This flange information does not necessarily apply to valves and other pipeline equipment which are often designed and manufactured to
accommodate multiple flange standards.  Consult relevant Manufacturer's data for information on its products.

Phone: (08)  8276 4140    
Web - www.industrialgaskets.com.au

Email - sales@industrialgaskets.com.au

Flange Tables       14" - 350mm

Flange Type Flange Dimensions Bolt Data
Bolt Size

INDUSTRIAL GASKETS 



Standard Class O/Side O/Side Inside Bolt No. Hole
Rating Dia. Dia. Dia. Circle of Bolts Metric Inch Size
Table Full Face Ring Face Dia.

• AS 2129:2000 A - - - - - - - -

D - - - - - - - -

E - - - - - - - -

F - - - - - - - -

H - - - - - - - -

J - - - - - - - -

K - - - - - - - -

R - - - - - - - -

S - - - - - - - -

T - - - - - - - -

• AS 4087:1993 14/16 550 463 375 495 12 M24 26

(Class 14, 16, 21, 35) 21/35 580 485 375 521 16 M27 30

• British Standard (BTS) A

BS3063 in accordance with  BS10 and B

BS2035 C / D - - - - - - - -

E - - - - - - - -

F - - - - - - - -

H - - - - - - - -

ASME/ANSI B 16.1:1989 (#125 & #250) 125 - - - - - - - -

• BS 1560-Section 3.1:1989 (#125/#250) 250 - ‐ - - - - - -

• ASME/ANSI B 16.5:1988 150 - - - - - - - -

(Class 150-2500) 300 - - - - - - - -

• BS 1560-Section 3.1:1989 600 - - - - - - - -

(Class 150-2500) 900 - - - - - - - -

1500 - - - - - - - -

2500 - - - - - - - -

• DIN 2501-Part 1 (PN6-100) PN6 - - - - - - - -

• ISO 7005-1:1992 (PN6-40) PN10 - - - - - - - -

• BS 4504-Section 3.2:1989 (PN6-40) PN16 - - - - - - - -

• EN1514-1 to Suit EN1092 PN25 - - - - - - - -

PN40 - - - - - - - -

PN64 - - - - - - - -

PN100 - - - - - - - -

• JIS B2220 5K - - - - - - - -

  10K - - - - - - - -

• WSA109:2021 Standard PN16 550 468 406 495 12 M24 - 26

PN21 580 490 406 521 16 - - 30

Notes:
There may be rounding or conversion deviations, but these should not exceed ± 1.5mm. If the deviation exceeds this tolerance it will be marked
with a letter and an explanation given in the footnote.
The information in this publication should not be relied upon as a substitute for detailed advice or as a basis for making a decision. Whilst every
care has been taken in the compilation of these tables, no guarantee is given, nor liability accepted for their accuracy.
For precise data, refer to relevant Standard.
This flange information does not necessarily apply to valves and other pipeline equipment which are often designed and manufactured to
accommodate multiple flange standards.  Consult relevant Manufacturer's data for information on its products.

Phone: (08)  8276 4140    
Web - www.industrialgaskets.com.au

Email - sales@industrialgaskets.com.au

Flange Tables       14" - 375mm

Flange Type Flange Dimensions Bolt Data
Bolt Size

INDUSTRIAL GASKETS 



Standard Class O/Side O/Side Inside Bolt No. Hole
Rating Dia. Dia. Dia. Circle of Bolts Metric Inch Size
Table Full Face Ring Face Dia.

• AS 2129:2000 A 580 489 400 521 12 M24 - 26

D 580 489 400 521 12 M24 - 26

E 580 489 400 521 12 M24 - 26

F 610 516 400 552 20 M27 - 30

H 610 483 400 552 20 M27 - 30

J 610 483 400 552 20 M30 - 33

K 630 483 400 565 20 M33 - 36

R 640 483 400 584 20 M33 - 36

S 745 495 400 660 20 M45 - 48

T - 400 - - - - -

• AS 4087:1993 14/16 580 489 400 521 12 M24 - 26

(Class 14, 16, 21, 35) 21/35 610 516 400 552 20 M27 - 30

• British Standard (BTS) A 578 495 432 521 12 25

BS3063 in accordance with  BS10 and B 578 495 432 521 12 25

BS2035 C / D 578 495 432 521 12 - - 25

E 578 495 432 521 12 - - 25

F 610 524 432 552 20 - - 29

H 610 524 432 552 20 - - 29

ASME/ANSI B 16.1:1989 (#125 & #250) 125 597 514 406 539.8 16 - 1 28

• BS 1560-Section 3.1:1989 (#125/#250) 250 648 540 406 471.5 20 - 1 1/4 35

• ASME/ANSI B 16.5:1988 150 597 514 406 539.8 16 - 1 28

(Class 150-2500) 300 648 540 406 571.5 20 - 1¼ 35

• BS 1560-Section 3.1:1989 600 686 565 406 603.3 20 - 1½ 41

(Class 150-2500) 900 705 575 406 616 20 - 1⅝ 45

1500 826 641 406 704.9 16 - 2½ 67

2500 - - - - - - - -

• DIN 2501-Part 1 (PN6-100) PN6 540 465 407 495 16 M20 - 22

• ISO 7005-1:1992 (PN6-40) PN10 565 482 407 515 16 M24 - 26

• BS 4504-Section 3.2:1989 (PN6-40) PN16 580 490 407 525 16 M27 - 30

• EN1514-1 to Suit EN1092 PN25 620 505 407 550 16 M33 - 36

PN40 660 535 407 585 16 M36 - 39

PN64 670 535 407 585 16 M39 - 42

PN100 715 535 407 620 16 M45 - 48

• JIS B2220 5K 540 - 409 495 16 - - 25

  10K 560 - 409 510 16 - - 27

• WSA109:2021 Standard PN16 580 494 430 521 12 M24 - 26

PN21 610 521 430 552 20 - - 30

Notes:
There may be rounding or conversion deviations, but these should not exceed ± 1.5mm. If the deviation exceeds this tolerance it will be marked
with a letter and an explanation given in the footnote.
The information in this publication should not be relied upon as a substitute for detailed advice or as a basis for making a decision. Whilst every
care has been taken in the compilation of these tables, no guarantee is given, nor liability accepted for their accuracy.
For precise data, refer to relevant Standard.
This flange information does not necessarily apply to valves and other pipeline equipment which are often designed and manufactured to
accommodate multiple flange standards.  Consult relevant Manufacturer's data for information on its products.

Phone: (08)  8276 4140    
Web - www.industrialgaskets.com.au

Email - sales@industrialgaskets.com.au

Flange Tables       16" - 400mm

Flange Type Flange Dimensions Bolt Data
Bolt Size

INDUSTRIAL GASKETS 



Standard Class O/Side O/Side Inside Bolt No. Hole
Rating Dia. Dia. Dia. Circle of Bolts Metric Inch Size
Table Full Face Ring Face Dia.

• AS 2129:2000 A 640 552 450 584 12 M24 - 26

D 640 532 450 584 12 M24 - 26

E 640 552 450 584 16 M24 - 26

F 675 571 450 610 20 M30 - 33

H 675 533 450 610 20 M30 - 33

J 675 533 450 610 20 M33 - 36

K 720 572 450 654 20 M36 - 39

R 735 572 450 673 20 M36 - 39

S - - 450 - - - - -

T - - 450 - - - - -

• AS 4087:1993 14/16 640 552 450 584 12 M24 - 26

(Class 14, 16, 21, 35) 21/35 675 571 450 610 20 M30 - 33

• British Standard (BTS) A 541 559 483 584 12 25

BS3063 in accordance with  BS10 and B 641 559 483 584 12 25

BS2035 C / D 641 559 483 584 12 - - 25

E 641 559 483 584 16 - - 25

F 673 578 483 610 20 - - 32

H 673 578 483 610 20 - - 32

ASME/ANSI B 16.1:1989 (#125 & #250) 125 635 549 457 577.9 16 - 1 1/8 32

• BS 1560-Section 3.1:1989 (#125/#250) 250 711 597 457 628.7 24 - 1 1/4 35

• ASME/ANSI B 16.5:1988 150 635 549 457 577.9 16 - 1 1/8 32

(Class 150-2500) 300 711 597 457 628.7 24 - 1¼ 35

• BS 1560-Section 3.1:1989 600 743 613 457 654.1 20 - 1⅝ 45

(Class 150-2500) 900 787 638 457 685.8 20 - 1⅞ 51

1500 914 705 457 774.7 16 - 2¾ 73

2500 - - - - - - - -

• DIN 2501-Part 1 (PN6-100) PN6 595 520 458 550 16 M20 - 22

• ISO 7005-1:1992 (PN6-40) PN10 615 532 458 565 20 M24 - 26

• BS 4504-Section 3.2:1989 (PN6-40) PN16 640 550 458 585 20 M27 - 30

• EN1514-1 to Suit EN1092 PN25 670 564 458 600 20 M33 - 36

PN40 685 560 458 610 20 M36 - 39

PN64 - - - - - - - -

PN100 - - - - - - - -

• JIS B2220 5K 605 - 460 555 16 - - 25

  10K 620 - 460 565 20 - - 27

• WSA109:2021 Standard PN16 640 557 485 584 12 M24 - 26

PN21 675 576 485 610 20 - - 33

Notes:
There may be rounding or conversion deviations, but these should not exceed ± 1.5mm. If the deviation exceeds this tolerance it will be marked
with a letter and an explanation given in the footnote.
The information in this publication should not be relied upon as a substitute for detailed advice or as a basis for making a decision. Whilst every
care has been taken in the compilation of these tables, no guarantee is given, nor liability accepted for their accuracy.
For precise data, refer to relevant Standard.
This flange information does not necessarily apply to valves and other pipeline equipment which are often designed and manufactured to
accommodate multiple flange standards.  Consult relevant Manufacturer's data for information on its products.

Phone: (08)  8276 4140    
Web - www.industrialgaskets.com.au

Email - sales@industrialgaskets.com.au

Flange Tables       18" - 450mm

Flange Type Flange Dimensions Bolt Data
Bolt Size

INDUSTRIAL GASKETS 



Standard Class O/Side O/Side Inside Bolt No. Hole
Rating Dia. Dia. Dia. Circle of Bolts Metric Inch Size
Table Full Face Ring Face Dia.

• AS 2129:2000 A 705 609 500 641 12 M24 - 26

D 705 609 500 641 16 M24 - 26

E 705 609 500 641 16 M24 - 26

F 735 634 500 673 24 M30 - 33

H 735 597 500 673 24 M30 - 33

J 735 597 500 673 24 M33 - 36

K 785 622 500 711 20 M39 - 42

R 805 622 500 730 20 M39 - 42

S - - - - - - - -

T - - - - - - - -

• AS 4087:1993 14/16 705 609 500 641 16 M24 - 26

(Class 14, 16, 21, 35) 21/35 735 634 500 673 24 M30 - 33

• British Standard (BTS) A 705 616 533 641 12 25

BS3063 in accordance with  BS10 and B 705 616 533 641 16 25

BS2035 C / D 705 616 533 641 16 - - 25

E 705 616 533 641 16 - - 25

F 737 641 533 673 24 - - 32

H 737 641 533 673 24 - - 32

ASME/ANSI B 16.1:1989 (#125 & #250) 125 699 606 508 635 20 - 1 1/8 32

• BS 1560-Section 3.1:1989 (#125/#250) 250 775 654 508 685.8 24 - 1 1/4 35

• ASME/ANSI B 16.5:1988 150 699 607 508 635 20 - 1 1/8 32

(Class 150-2500) 300 775 654 508 685.8 24 - 1¼ 35

• BS 1560-Section 3.1:1989 600 813 683 508 723.9 24 - 1⅝ 45

(Class 150-2500) 900 857 699 508 749.3 20 - 2 54

1500 984 755 508 831.9 16 - 3 79

2500 - - - - - - - -

• DIN 2501-Part 1 (PN6-100) PN6 645 570 508 600 20 M20 - 22

• ISO 7005-1:1992 (PN6-40) PN10 670 585 508 620 20 M24 - 26

• BS 4504-Section 3.2:1989 (PN6-40) PN16 715 610 508 650 20 M30 - 33

• EN1514-1 to Suit EN1092 PN25 730 615 508 660 20 M33 - 36

PN40 755 615 508 670 20 M39 - 42

PN64 800 615 508 705 20 M45 - 48

PN100 870 615 508 760 20 M52 - 56

• JIS B2220 5K 655 - 511 605 20 - - 25

  10K 675 - 511 620 20 - - 27

• WSA109:2021 Standard PN16 705 614 536 641 16 M24 - 26

PN21 735 639 536 673 24 - - 33

Notes:
There may be rounding or conversion deviations, but these should not exceed ± 1.5mm. If the deviation exceeds this tolerance it will be marked
with a letter and an explanation given in the footnote.
The information in this publication should not be relied upon as a substitute for detailed advice or as a basis for making a decision. Whilst every
care has been taken in the compilation of these tables, no guarantee is given, nor liability accepted for their accuracy.
For precise data, refer to relevant Standard.
This flange information does not necessarily apply to valves and other pipeline equipment which are often designed and manufactured to
accommodate multiple flange standards.  Consult relevant Manufacturer's data for information on its products.

Phone: (08)  8276 4140    
Web - www.industrialgaskets.com.au

Email - sales@industrialgaskets.com.au

Flange Tables       20" - 500mm

Flange Type Flange Dimensions Bolt Data
Bolt Size

INDUSTRIAL GASKETS 



Standard Class O/Side O/Side Inside Bolt No. Hole
Rating Dia. Dia. Dia. Circle of Bolts Metric Inch Size
Table Full Face Ring Face Dia.

• AS 2129:2000 A 760 663 550 699 12 M27 - 30

D 760 637 550 699 16 M27 - 30

E 760 663 550 699 16 M27 - 30

F 785 685 550 724 24 M30 - 33

H 785 648 550 724 24 M30 - 33

J 785 648 550 724 24 M33 - 36

K 870 673 550 781 20 M52 - 55

R 895 673 550 806 20 M52 - 55

S - - - - - - - -

T - - - - - - - -

• AS 4087:1993 14/16 - - - - - - - -

(Class 14, 16, 21, 35) 21/35 - - - - - - - -

• British Standard (BTS) A 762 670 584 699 12 - - 29

BS3063 in accordance with  BS10 and B 762 670 584 699 16 - - 29

BS2035 C / D - - - - - - - -

E - - - - - - - -

F - - - - - - - -

H - - - - - - - -

ASME/ANSI B 16.1:1989 (#125 & #250) 125 - - - - - - - -

• BS 1560-Section 3.1:1989 (#125/#250) 250 - ‐ - - - - - -

• ASME/ANSI B 16.5:1988 150 - - - - - - - -

(Class 150-2500) 300 - - - - - - - -

• BS 1560-Section 3.1:1989 600 - - - - - - - -

(Class 150-2500) 900 - - - - - - - -

1500 - - - - - - - -

2500 - - - - - - - -

• DIN 2501-Part 1 (PN6-100) PN6 - - - - - - - -

• ISO 7005-1:1992 (PN6-40) PN10 - - - - - - - -

• BS 4504-Section 3.2:1989 (PN6-40) PN16 - - - - - - - -

• EN1514-1 to Suit EN1092 PN25 - - - - - - - -

PN40 - - - - - - - -

PN64 - - - - - - - -

PN100 - - - - - - - -

• JIS B2220 5K 720 - 562 665 20 - - 27

  10K 745 - 562 680 20 - - 33

• WSA109:2021 Standard PN16 - - - - - - - -

PN21 - - - - - - - -

Notes:
There may be rounding or conversion deviations, but these should not exceed ± 1.5mm. If the deviation exceeds this tolerance it will be marked
with a letter and an explanation given in the footnote.
The information in this publication should not be relied upon as a substitute for detailed advice or as a basis for making a decision. Whilst every
care has been taken in the compilation of these tables, no guarantee is given, nor liability accepted for their accuracy.
For precise data, refer to relevant Standard.
This flange information does not necessarily apply to valves and other pipeline equipment which are often designed and manufactured to
accommodate multiple flange standards.  Consult relevant Manufacturer's data for information on its products.

Phone: (08)  8276 4140    
Web - www.industrialgaskets.com.au

Email - sales@industrialgaskets.com.au

Flange Tables       22" - 550mm

Flange Type Flange Dimensions Bolt Data
Bolt Size

INDUSTRIAL GASKETS 



Standard Class O/Side O/Side Inside Bolt No. Hole
Rating Dia. Dia. Dia. Circle of Bolts Metric Inch Size
Table Full Face Ring Face Dia.

• AS 2129:2000 A 825 720 600 756 12 M27 - 30

D 825 720 600 756 16 M27 - 30

E 825 717 600 756 16 M30 - 33

F 850 739 600 781 24 M33 - 36

H 850 699 600 781 24 M33 - 36

J 850 699 600 781 24 M36 - 39

K - - - - - - - -

R - - - - - - - -

S - - - - - - - -

T - - - - - - - -

• AS 4087:1993 14/16 825 720 600 756 16 M27 - 30

(Class 14, 16, 21, 35) 21/35 850 739 600 781 24 M33 - 36

• British Standard (BTS) A 826 727 635 756 12 29

BS3063 in accordance with  BS10 and B 826 727 635 756 16 29

BS2035 C / D 825.5 728 635 756 16 - - 29

E 826 724 635 756 16 - - 32

F 851 746 635 781 24 - - 35

H 851 746 635 781 24 - - 35

ASME/ANSI B 16.1:1989 (#125 & #250) 125 813 718 610 749.3 20 - 1 1/4 35

• BS 1560-Section 3.1:1989 (#125/#250) 250 914 775 610 812.8 24 - 1 1/2 41

• ASME/ANSI B 16.5:1988 150 813 718 610 749.3 20 - 1 1/4 35

(Class 150-2500) 300 914 775 610 812.8 24 - 1½ 41

• BS 1560-Section 3.1:1989 600 935 791 610 838.2 24 - 1⅞ 51

(Class 150-2500) 900 1041 838 610 901.7 20 - 2½ 67

1500 1168 901 610 990.6 16 - 3½ 92

2500 - - - - - - - -

• DIN 2501-Part 1 (PN6-100) PN6 755 670 610 705 20 M24 - 26

• ISO 7005-1:1992 (PN6-40) PN10 780 685 610 725 20 M27 - 30

• BS 4504-Section 3.2:1989 (PN6-40) PN16 840 725 610 770 20 M33 - 36

• EN1514-1 to Suit EN1092 PN25 845 720 610 770 20 M36 - 39

PN40 890 735 610 795 20 M45 - 48

PN64 930 735 610 820 20 M52 - 56

PN100 990 735 610 875 20 M56 - 62

• JIS B2220 5K 770 - 613 715 20 - - 27

  10K 795 - 613 730 24 - - 33

• WSA109:2021 Standard PN16 825 725 641 756 16 M27 - 30

PN21 850 744 641 781 24 M36 - 36

Notes:
There may be rounding or conversion deviations, but these should not exceed ± 1.5mm. If the deviation exceeds this tolerance it will be marked
with a letter and an explanation given in the footnote.
The information in this publication should not be relied upon as a substitute for detailed advice or as a basis for making a decision. Whilst every
care has been taken in the compilation of these tables, no guarantee is given, nor liability accepted for their accuracy.
For precise data, refer to relevant Standard.
This flange information does not necessarily apply to valves and other pipeline equipment which are often designed and manufactured to
accommodate multiple flange standards.  Consult relevant Manufacturer's data for information on its products.

Phone: (08)  8276 4140    
Web - www.industrialgaskets.com.au

Email - sales@industrialgaskets.com.au

Flange Tables       24" - 600mm

Flange Type Flange Dimensions Bolt Data
Bolt Size

INDUSTRIAL GASKETS 



Standard Class O/Side O/Side Inside Bolt No. Hole
Rating Dia. Dia. Dia. Circle of Bolts Metric Inch Size
Table Full Face Ring Face Dia.

• AS 2129:2000 A 845 745 781 16 M27 - 30

D - - - - - - - -

E - - - - - - - -

F - - - - - - - -

H - - - - - - - -

J - - - - - - - -

K - - - - - - - -

R - - - - - - - -

S - - - - - - - -

T - - - - - - - -

• AS 4087:1993 14/16 - - - - - - - -

(Class 14, 16, 21, 35) 21/35 - - - - - - - -

• British Standard (BTS) A

BS3063 in accordance with  BS10 and B

BS2035 C / D - - - - - - - -

E - - - - - - - -

F - - - - - - - -

H - - - - - - - -

ASME/ANSI B 16.1:1989 (#125 & #250) 125 870 772 667 806.5 24 - 1 1/4 35

• BS 1560-Section 3.1:1989 (#125/#250) 250 - ‐ - - - - - -

• ASME/ANSI B 16.47 Series A 150 870 775 660 806.5 24 - 1¼ 35

300 972 835 660 876.3 28 - 1⅝ 45

600 - 867 660 - - - - -

• ASME/ANSI B 16.47 Series B 150 786 725 660 744.5 36 - ¾ 22

300 867 772 660 803.4 32 - 1¼ 35

600 - 765 660 - - - - -

• DIN 2501-Part 1 (PN6-100) PN6 - - - - - - - -

• ISO 7005-1:1992 (PN6-40) PN10 - -  - - - - -

• BS 4504-Section 3.2:1989 (PN6-40) PN16 - - - - - - - -

• EN1514-1 to Suit EN1092 PN25 - - - - - - - -

PN40 - - - - - - - -

PN64 - - - - - - - -

PN100 - - - - - - - -

• JIS B2220 5K 825 - 664 770 24 - - 27

  10K 845 - 664 780 24 - - 33

• WSA109:2021 Standard PN16 - - - - - - - -

PN21 - - - - - - - -

Notes:
There may be rounding or conversion deviations, but these should not exceed ± 1.5mm. If the deviation exceeds this tolerance it will be marked
with a letter and an explanation given in the footnote.
The information in this publication should not be relied upon as a substitute for detailed advice or as a basis for making a decision. Whilst every
care has been taken in the compilation of these tables, no guarantee is given, nor liability accepted for their accuracy.
For precise data, refer to relevant Standard.
This flange information does not necessarily apply to valves and other pipeline equipment which are often designed and manufactured to
accommodate multiple flange standards.  Consult relevant Manufacturer's data for information on its products.

Phone: (08)  8276 4140    
Web - www.industrialgaskets.com.au

Email - sales@industrialgaskets.com.au

Flange Tables       26" - 650mm

Flange Type Flange Dimensions Bolt Data
Bolt Size

INDUSTRIAL GASKETS 



Standard Class O/Side O/Side Inside Bolt No. Hole
Rating Dia. Dia. Dia. Circle of Bolts Metric Inch Size
Table Full Face Ring Face Dia.

• AS 2129:2000 A 870 770 700 806 16 M27 - 30

D 910 809 700 845 20 M27 - 30

E 910 806 700 845 20 M30 - 33

F 935 815 700 857 24 M33 - 36

H - - - - - - - -

J - - - - - - - -

K - - - - - - - -

R - - - - - - - -

S - - - - - - - -

T - - - - - - - -

• AS 4087:1993 14/16 910 809 700 845 20 M27 - 30

(Class 14, 16, 21, 35) 21/35 935 815 700 857 24 M33 - 36

• British Standard (BTS) A

BS3063 in accordance with  BS10 and B

BS2035 C / D - - - - - - - -

E - - - - - - - -

F - - - - - - - -

H - - - - - - - -

ASME/ANSI B 16.1:1989 (#125 & #250) 125 927 829 718 836.6 28 - 1 1/4 36

• BS 1560-Section 3.1:1989 (#125/#250) 250 - ‐ - - - - - -

• ASME/ANSI B 16.47 Series A 150 927 832 711 863.6 28 - 1¼ 36

300 1035 899 711 939.8 28 - 1⅝ 45

600 - 914 711 - - - - -

• ASME/ANSI B 16.47 Series B 150 837 776 711 795.3 40 - ¾ 22

300 921 826 711 857.3 36 - 1¼ 35

600 - 819 711 - - - - -

• DIN 2501-Part 1 (PN6-100) PN6 860 775 712 810 24 M24 - 26

• ISO 7005-1:1992 (PN6-40) PN10 895 800 712 840 24 M27 - 30

• BS 4504-Section 3.2:1989 (PN6-40) PN16 910 795 712 840 24 M33 - 36

• EN1514-1 to Suit EN1092 PN25 960 820 712 875 24 M39 - 42

PN40 995 840 712 900 24 M45 - 48

PN64 1045 840 712 935 24 M52 - 56

PN100 1145 840 712 1020 24 M64 - 70

• JIS B2220 5K 875 - 715 820 24 - - 27

  10K 905 - 715 840 24 - - 33

• WSA109:2021 Standard PN16 910 814 750 845 20 M27 - 30

PN21 935 820 750 857 24 M33 - 36

Notes:
There may be rounding or conversion deviations, but these should not exceed ± 1.5mm. If the deviation exceeds this tolerance it will be marked
with a letter and an explanation given in the footnote.
The information in this publication should not be relied upon as a substitute for detailed advice or as a basis for making a decision. Whilst every
care has been taken in the compilation of these tables, no guarantee is given, nor liability accepted for their accuracy.
For precise data, refer to relevant Standard.
This flange information does not necessarily apply to valves and other pipeline equipment which are often designed and manufactured to
accommodate multiple flange standards.  Consult relevant Manufacturer's data for information on its products.

Phone: (08)  8276 4140    
Web - www.industrialgaskets.com.au

Email - sales@industrialgaskets.com.au

Flange Tables       28" - 700mm

Flange Type Flange Dimensions Bolt Data
Bolt Size

INDUSTRIAL GASKETS 



Standard Class O/Side O/Side Inside Bolt No. Hole
Rating Dia. Dia. Dia. Circle of Bolts Metric Inch Size
Table Full Face Ring Face Dia.

• AS 2129:2000 A 945 847 750 883 20 M27 - 30

D 995 888 750 927 20 M30 - 33

E 995 885 750 927 20 M33 - 36

F 1015 898 750 940 28 M33 - 36

H - - - - - - - -

J - - - - - - - -

K - - - - - - - -

R - - - - - - - -

S - - - - - - - -

T - - - - - - - -

• AS 4087:1993 14/16 995 888 750 927 20 M30 - 33

(Class 14, 16, 21, 35) 21/35 1015 898 750 940 28 M33 - 36

• British Standard (BTS) A

BS3063 in accordance with  BS10 and B

BS2035 C / D - - - - - - - -

E - - - - - - - -

F - - - - - - - -

H - - - - - - - -

ASME/ANSI B 16.1:1989 (#125 & #250) 125 984 880 768 914.4 28 - 1 1/4 35

• BS 1560-Section 3.1:1989 (#125/#250) 250 1092 953 762 997 28 - 1 3/4 51

• ASME/ANSI B 16.47 Series A 150 984 883 762 914.4 28 - 1¼ 35

300 1092 953 762 997 28 - 1¾ 48

600 - 972 762 - - - - -

• ASME/ANSI B 16.47 Series B 150 887 827 762 846.1 44 - ¾ 22

300 991 886 762 920.8 36 - 1⅜ 38

600 - 879 762 - - - - -

• DIN 2501-Part 1 (PN6-100) PN6 - - - - - - - -

• ISO 7005-1:1992 (PN6-40) PN10 - - - - - - - -

• BS 4504-Section 3.2:1989 (PN6-40) PN16 - - - - - - - -

• EN1514-1 to Suit EN1092 PN25 - - - - - - - -

PN40 - - - - - - - -

PN64 - - - - - - - -

PN100 - - - - - - - -

• JIS B2220 5K 945 - 766 880 24 - - 33

  10K 970 - 766 900 24 - - 33

• WSA109:2021 Standard PN16 995 893 796 927 20 M30 - 33

PN21 1015 903 796 940 28 M33 - 36

Notes:
There may be rounding or conversion deviations, but these should not exceed ± 1.5mm. If the deviation exceeds this tolerance it will be marked
with a letter and an explanation given in the footnote.
The information in this publication should not be relied upon as a substitute for detailed advice or as a basis for making a decision. Whilst every
care has been taken in the compilation of these tables, no guarantee is given, nor liability accepted for their accuracy.
For precise data, refer to relevant Standard.
This flange information does not necessarily apply to valves and other pipeline equipment which are often designed and manufactured to
accommodate multiple flange standards.  Consult relevant Manufacturer's data for information on its products.

Phone: (08)  8276 4140    
Web - www.industrialgaskets.com.au

Email - sales@industrialgaskets.com.au

Flange Tables       30" - 750mm

Flange Type Flange Dimensions Bolt Data
Bolt Size

INDUSTRIAL GASKETS 



Standard Class O/Side O/Side Inside Bolt No. Hole
Rating Dia. Dia. Dia. Circle of Bolts Metric Inch Size
Table Full Face Ring Face Dia.

• AS 2129:2000 A 1005 904 800 940 20 M27 - 30

D 1060 942 800 984 20 M33 - 36

E 1060 942 800 984 20 M33 - 36

F 1060 942 800 984 20 M33 - 36

H - - - - - - - -

J - - - - - - - -

K - - - - - - - -

R - - - - - - - -

S - - - - - - - -

T - - - - - - - -

• AS 4087:1993 14/16 1060 942 800 984 20 M33 - 36

(Class 14, 16, 21, 35) 21/35 1060 942 800 984 28 M33 - 36

• British Standard (BTS) A

BS3063 in accordance with  BS10 and B

BS2035 C / D - - - - - - - -

E - - - - - - - -

F - - - - - - - -

H - - - - - - - -

ASME/ANSI B 16.1:1989 (#125 & #250) 125 1060 937 819 977.9 28 - 1 1/2 42

• BS 1560-Section 3.1:1989 (#125/#250) 250 - ‐ - - - - - -

• ASME/ANSI B 16.47 Series A 150 1060 940 813 977.9 28 - 1½ 42

300 1149 1006 813 1054.1 28 - 1⅞ 51

600 - 1022 813 - - - - -

• ASME/ANSI B 16.47 Series B 150 941 881 813 900.2 48 - ¾ 22

300 1054 940 813 977.9 32 - 1½ 41

600 - 933 813 - - - - -

• DIN 2501-Part 1 (PN6-100) PN6 975 880 813 920 24 M27 - 30

• ISO 7005-1:1992 (PN6-40) PN10 1015 905 813 950 24 M30 - 33

• BS 4504-Section 3.2:1989 (PN6-40) PN16 1025 900 813 950 24 M36 - 39

• EN1514-1 to Suit EN1092 PN25 1085 930 813 990 24 M45 - 48

PN40 1140 960 813 1030 24 M52 - 56

PN64 1165 960 813 1050 24 M56 - 62

PN100 - - 813 - - - - -

• JIS B2220 5K 995 - 817 930 24 - - 33

  10K 1020 - 817 950 28 - - 33

• WSA109:2021 Standard PN16 1060 947 860 984 20 M33 - 36

PN21 1060 947 860 984 28 - - 36

Notes:
There may be rounding or conversion deviations, but these should not exceed ± 1.5mm. If the deviation exceeds this tolerance it will be marked
with a letter and an explanation given in the footnote.
The information in this publication should not be relied upon as a substitute for detailed advice or as a basis for making a decision. Whilst every
care has been taken in the compilation of these tables, no guarantee is given, nor liability accepted for their accuracy.
For precise data, refer to relevant Standard.
This flange information does not necessarily apply to valves and other pipeline equipment which are often designed and manufactured to
accommodate multiple flange standards.  Consult relevant Manufacturer's data for information on its products.

Phone: (08)  8276 4140    
Web - www.industrialgaskets.com.au

Email - sales@industrialgaskets.com.au

Flange Tables       32" - 800mm

Flange Type Flange Dimensions Bolt Data
Bolt Size

INDUSTRIAL GASKETS 



Standard Class O/Side O/Side Inside Bolt No. Hole
Rating Dia. Dia. Dia. Circle of Bolts Metric Inch Size
Table Full Face Ring Face Dia.

• AS 2129:2000 A 1030 929 850 965 20 M27 - 30

D 1090 974 850 1016 20 M33 - 36

E 1090 974 850 1016 20 M33 - 36

F 1090 974 850 1016 32 M33 - 36

H - - - - - - - -

J - - - - - - - -

K - - - - - - - -

R - - - - - - - -

S - - - - - - - -

T - - - - - - - -

• AS 4087:1993 14/16 - - - - - - - -

(Class 14, 16, 21, 35) 21/35 - - - - - - - -

• British Standard (BTS) A

BS3063 in accordance with  BS10 and B

BS2035 C / D - - - - - - - -

E - - - - - - - -

F - - - - - - - -

H - - - - - - - -

ASME/ANSI B 16.1:1989 (#125 & #250) 125 1111 987 870 1028.7 32 - 1 1/2 41

• BS 1560-Section 3.1:1989 (#125/#250) 250 - ‐ - - - - - -

• ASME/ANSI B 16.47 Series A 150 1111 991 864 1028.7 32 - 1½ 41

300 1207 1057 864 1104.9 28 - 1⅞ 51

600 - 1073 864 - - - - -

• ASME/ANSI B 16.47 Series B 150 1005 935 864 957.3 40 - 7/8 25

300 1108 994 864 1032 36 - 1½ 41

600 - 997 864 - - - - -

• DIN 2501-Part 1 (PN6-100) PN6 - - - - - - - -

• ISO 7005-1:1992 (PN6-40) PN10 - - - - - - - -

• BS 4504-Section 3.2:1989 (PN6-40) PN16 - - - - - - - -

• EN1514-1 to Suit EN1092 PN25 - - - - - - - -

PN40 - - - - - - - -

PN64 - - - - - - - -

PN100 - - - - - - - -

• JIS B2220 5K - - - - - - - -

  10K - - - - - - - -

• WSA109:2021 Standard PN16 - - - - - - - -

PN21 - - - - - - - -

Notes:
There may be rounding or conversion deviations, but these should not exceed ± 1.5mm. If the deviation exceeds this tolerance it will be marked
with a letter and an explanation given in the footnote.
The information in this publication should not be relied upon as a substitute for detailed advice or as a basis for making a decision. Whilst every
care has been taken in the compilation of these tables, no guarantee is given, nor liability accepted for their accuracy.
For precise data, refer to relevant Standard.
This flange information does not necessarily apply to valves and other pipeline equipment which are often designed and manufactured to
accommodate multiple flange standards.  Consult relevant Manufacturer's data for information on its products.

Phone: (08)  8276 4140    
Web - www.industrialgaskets.com.au

Email - sales@industrialgaskets.com.au

Flange Tables       34" - 850mm

Flange Type Flange Dimensions Bolt Data
Bolt Size

INDUSTRIAL GASKETS 



Standard Class O/Side O/Side Inside Bolt No. Hole
Rating Dia. Dia. Dia. Circle of Bolts Metric Inch Size
Table Full Face Ring Face Dia.

• AS 2129:2000 A 1105 1005 900 1041 24 M27 - 30

D 1175 1050 900 1092 24 M33 - 36

E 1175 1050 900 1092 24 M33 - 36

F 1185 1060 900 1105 32 M36 - 39

H - - - - - - - -

J - - - - - - - -

K - - - - - - - -

R - - - - - - - -

S - - - - - - - -

T - - - - - - - -

• AS 4087:1993 14/16 1175 1050 900 1092 24 M33 - 36

(Class 14, 16, 21, 35) 21/35 1185 1060 900 1105 32 M36 - 39

• British Standard (BTS) A

BS3063 in accordance with  BS10 and B

BS2035 C / D - - - - - - - -

E - - - - - - - -

F - - - - - - - -

H - - - - - - - -

ASME/ANSI B 16.1:1989 (#125 & #250) 125 1168 1045 921 1085.9 32 - 1 1/2 41

• BS 1560-Section 3.1:1989 (#125/#250) 250 1270 1120 914 1168.4 32 - 2 57

• ASME/ANSI B 16.47 Series A 150 1168 1048 914 1085.9 32 - 1½ 41

300 1270 1118 914 1168.4 32 - 2 54

600 - 1130 914 - - - - -

• ASME/ANSI B 16.47 Series B 150 1057 988 914 1009.7 44 - ⅞ 25

300 1172 1048 914 1089.2 32 - 1⅝ 45

600 - 1048 914 - - - - -

• DIN 2501-Part 1 (PN6-100) PN6 1075 980 915 1020 24 M27 - 30

• ISO 7005-1:1992 (PN6-40) PN10 1115 1005 915 1050 28 M30 - 33

• BS 4504-Section 3.2:1989 (PN6-40) PN16 1125 1000 915 1050 28 M36 - 39

• EN1514-1 to Suit EN1092 PN25 1185 1030 915 1090 28 M45 - 48

PN40 1250 1070 915 1140 28 M52 - 56

PN64 1285 1070 915 1170 28 M56 - 62

PN100 - - - - - - -

• JIS B2220 5K 1095 - 919 1030 24 - - 33

  10K 1120 - 919 1050 28 - - 33

• WSA109:2021 Standard PN16 1175 1055 970 1092 24 M33 - 36

PN21 1185 1065 970 1105 32 - - 39

Notes:
There may be rounding or conversion deviations, but these should not exceed ± 1.5mm. If the deviation exceeds this tolerance it will be marked
with a letter and an explanation given in the footnote.
The information in this publication should not be relied upon as a substitute for detailed advice or as a basis for making a decision. Whilst every
care has been taken in the compilation of these tables, no guarantee is given, nor liability accepted for their accuracy.
For precise data, refer to relevant Standard.
This flange information does not necessarily apply to valves and other pipeline equipment which are often designed and manufactured to
accommodate multiple flange standards.  Consult relevant Manufacturer's data for information on its products.

Phone: (08)  8276 4140    
Web - www.industrialgaskets.com.au

Email - sales@industrialgaskets.com.au

Flange Tables       36" - 900mm

Flange Type Flange Dimensions Bolt Data
Bolt Size

INDUSTRIAL GASKETS 



Standard Class O/Side O/Side Inside Bolt No. Hole
Rating Dia. Dia. Dia. Circle of Bolts Metric Inch Size
Table Full Face Ring Face Dia.

• AS 2129:2000 A - - - - - - - -

D - - - - - - - -

E - - - - - - - -

F - - - - - - - -

H - - - - - - - -

J - - - - - - - -

K - - - - - - - -

R - - - - - - - -

S - - - - - - - -

T - - - - - - - -

• AS 4087:1993 14/16 - - - - - - - -

(Class 14, 16, 21, 35) 21/35 - - - - - - - -

• British Standard (BTS) A

BS3063 in accordance with  BS10 and B

BS2035 C / D - - - - - - - -

E - - - - - - - -

F - - - - - - - -

H - - - - - - - -

ASME/ANSI B 16.1:1989 (#125 & #250) 125 1238 1108 972 1149.4 32 - 1 1/2 41

• BS 1560-Section 3.1:1989 (#125/#250) 250 - ‐ - - - - - -

• ASME/ANSI B 16.47 Series A 150 1238 1111 965 1149.4 32 - 1½ 41

300 1168 1054 965 1092.2 32 - 1½ 41

600 - 1105 965 - - - - -

• ASME/ANSI B 16.47 Series B 150 1124 1044 965 1070.1 40 - 1 29

300 1223 1099 965 1140 36 - 1⅝ 45

600 - - - - - - - -

• DIN 2501-Part 1 (PN6-100) PN6 - - - - - - - -

• ISO 7005-1:1992 (PN6-40) PN10 - - - - - - - -

• BS 4504-Section 3.2:1989 (PN6-40) PN16 - - - - - - - -

• EN1514-1 to Suit EN1092 PN25 - - - - - - - -

PN40 - - - - - - - -

PN64 - - - - - - - -

PN100 - - - - - - - -

• JIS B2220 5K

  10K

• WSA109:2021 Standard PN16

PN21

Notes:
There may be rounding or conversion deviations, but these should not exceed ± 1.5mm. If the deviation exceeds this tolerance it will be marked
with a letter and an explanation given in the footnote.
The information in this publication should not be relied upon as a substitute for detailed advice or as a basis for making a decision. Whilst every
care has been taken in the compilation of these tables, no guarantee is given, nor liability accepted for their accuracy.
For precise data, refer to relevant Standard.
This flange information does not necessarily apply to valves and other pipeline equipment which are often designed and manufactured to
accommodate multiple flange standards.  Consult relevant Manufacturer's data for information on its products.

Phone: (08)  8276 4140    
Web - www.industrialgaskets.com.au

Email - sales@industrialgaskets.com.au

Flange Tables       38" - 950mm

Flange Type Flange Dimensions Bolt Data
Bolt Size

INDUSTRIAL GASKETS 



Standard Class O/Side O/Side Inside Bolt No. Hole
Rating Dia. Dia. Dia. Circle of Bolts Metric Inch Size
Table Full Face Ring Face Dia.

• AS 2129:2000 A 1180 1082 1000 1118 24 M27 - 30

D 1255 1133 1000 1175 24 M33 - 36

E 1255 1130 1000 1175 24 M36 - 39

F 1275 1149 1000 1194 36 M36 - 39

H - - - - - - - -

J - - - - - - - -

K - - - - - - - -

R - - - - - - - -

S - - - - - - - -

T - - - - - - - -

• AS 4087:1993 14/16 1255 1133 1000 1175 24 M33 - 36

(Class 14, 16, 21, 35) 21/35 1275 1149 1000 1194 36 M36 - 39

• British Standard (BTS) A

BS3063 in accordance with  BS10 and B

BS2035 C / D - - - - - - - -

E - - - - - - - -

F - - - - - - - -

H - - - - - - - -

ASME/ANSI B 16.1:1989 (#125 & #250) 125 1289 1159 1022 1200.2 36 - 1 1/2 41

• BS 1560-Section 3.1:1989 (#125/#250) 250 - ‐ - - - - - -

• ASME/ANSI B 16.47 Series A 150 1289 1162 1016 1200.2 36 - 1½ 41

300 1238 1115 1016 1155.7 32 - 1⅝ 45

600 - 1156 1016 - - - - -

• ASME/ANSI B 16.47 Series B 150 1175 1095 1016 1120.9 44 - 1 29

300 1273 1149 1016 1190.8 40 - 1⅝ 45

600 - - - - - - - -

• DIN 2501-Part 1 (PN6-100) PN6 1175 1080 1016 1120 28 M27 - 30

• ISO 7005-1:1992 (PN6-40) PN10 1230 1110 1016 1160 28 M33 - 36

• BS 4504-Section 3.2:1989 (PN6-40) PN16 1255 1115 1016 1170 28 M39 - 42

• EN1514-1 to Suit EN1092 PN25 1320 1140 1016 1210 28 M52 - 56

PN40 1360 1180 1016 1250 28 M52 - 56

PN64 1415 1180 1016 1290 28 M64 - 70

PN100 - - - - - - - -

• JIS B2220 5K 1195 - 1021 1130 28 - - 33

  10K 1235 - 1021 1160 28 - - 39

• WSA109:2021 Standard PN16 1255 1138 1075 1175 24 M33 - 36

PN21 1275 1154 1075 1194 36 - - 39

Notes:
There may be rounding or conversion deviations, but these should not exceed ± 1.5mm. If the deviation exceeds this tolerance it will be marked
with a letter and an explanation given in the footnote.
The information in this publication should not be relied upon as a substitute for detailed advice or as a basis for making a decision. Whilst every
care has been taken in the compilation of these tables, no guarantee is given, nor liability accepted for their accuracy.
For precise data, refer to relevant Standard.
This flange information does not necessarily apply to valves and other pipeline equipment which are often designed and manufactured to
accommodate multiple flange standards.  Consult relevant Manufacturer's data for information on its products.

Phone: (08)  8276 4140    
Web - www.industrialgaskets.com.au

Email - sales@industrialgaskets.com.au

Flange Tables     40" - 1000mm

Flange Type Flange Dimensions Bolt Data
Bolt Size

INDUSTRIAL GASKETS 



Standard Class O/Side O/Side Inside Bolt No. Hole
Rating Dia. Dia. Dia. Circle of Bolts Metric Inch Size
Table Full Face Ring Face Dia.

• AS 2129:2000 A - - - - - - - -

D - - - - - - - -

E - - - - - - - -

F - - - - - - - -

H - - - - - - - -

J - - - - - - - -

K - - - - - - - -

R - - - - - - - -

S - - - - - - - -

T - - - - - - - -

• AS 4087:1993 14/16 - - - - - - - -

(Class 14, 16, 21, 35) 21/35 - - - - - - - -

• British Standard (BTS) A

BS3063 in accordance with  BS10 and B

BS2035 C / D - - - - - - - -

E - - - - - - - -

F - - - - - - - -

H - - - - - - - -

ASME/ANSI B 16.1:1989 (#125 & #250) 125 1346 1216 1073 1257.3 36 - 1 1/2 41

• BS 1560-Section 3.1:1989 (#125/#250) 250 1448 1290 1070 1339.9 36 - 2 57

• ASME/ANSI B 16.47 Series A 150 1346 1219 1067 1257.3 36 - 1½ 41

300 1289 1165 1070 1206.5 32 - 1⅝ 45

600 - 1219 1067 - - - - -

• ASME/ANSI B 16.47 Series B 150 1226 1146 1067 1171.7 48 - 1 29

300 1334 1200 1067 1244.6 36 - 1¾ 48

600 - - - - - - - -

• DIN 2501-Part 1 (PN6-100) PN6 - - - - - - - -

• ISO 7005-1:1992 (PN6-40) PN10 - - - - - - - -

• BS 4504-Section 3.2:1989 (PN6-40) PN16 - - - - - - - -

• EN1514-1 to Suit EN1092 PN25 - - - - - - - -

PN40 - - - - - - - -

PN64 - - - - - - - -

PN100 - - - - - - - -

• JIS B2220 5K - - - - - - - -

  10K - - - - - - - -

• WSA109:2021 Standard PN16 - - - - - - - -

Notes:
There may be rounding or conversion deviations, but these should not exceed ± 1.5mm. If the deviation exceeds this tolerance it will be marked
with a letter and an explanation given in the footnote.
The information in this publication should not be relied upon as a substitute for detailed advice or as a basis for making a decision. Whilst every
care has been taken in the compilation of these tables, no guarantee is given, nor liability accepted for their accuracy.
For precise data, refer to relevant Standard.
This flange information does not necessarily apply to valves and other pipeline equipment which are often designed and manufactured to
accommodate multiple flange standards.  Consult relevant Manufacturer's data for information on its products.

Phone: (08)  8276 4140    
Web - www.industrialgaskets.com.au

Email - sales@industrialgaskets.com.au

Flange Tables     42" - 1050mm

Flange Type Flange Dimensions Bolt Data
Bolt Size

INDUSTRIAL GASKETS 



Standard Class O/Side O/Side Inside Bolt No. Hole
Rating Dia. Dia. Dia. Circle of Bolts Metric Inch Size
Table Full Face Ring Face Dia.

• AS 2129:2000 A - - - - - - - -

D - - - - - - - -

E - - - - - - - -

F - - - - - - - -

H - - - - - - - -

J - - - - - - - -

K - - - - - - - -

R - - - - - - - -

S - - - - - - - -

T - - - - - - - -

• AS 4087:1993 14/16 - - - - - - - -

(Class 14, 16, 21, 35) 21/35 - - - - - - - -

• British Standard (BTS) A

BS3063 in accordance with  BS10 and B

BS2035 C / D - - - - - - - -

E - - - - - - - -

F - - - - - - - -

H - - - - - - - -

ASME/ANSI B 16.1:1989 (#125 & #250) 125 1403 1273 1124 1314.5 40 - 1 1/2 41

• BS 1560-Section 3.1:1989 (#125/#250) 250 1448 1281.2 - 1339.9 36 - 2 57

• ASME/ANSI B 16.47 Series A 150 1403 1276 1118 1314.5 40 - 1½ 41

300 1353 1194 1121 1263.7 32 - 1¾ 48

600 - 1270 1118 - - - - -

• ASME/ANSI B 16.47 Series B 150 1276 1219 1118 1222.5 52 - 1 29

300 1384 1251 1118 1295.4 40 - 1¾ 48

600 - - - - - - - -

• DIN 2501-Part 1 (PN6-100) PN6 - - - - - - - -

• ISO 7005-1:1992 (PN6-40) PN10 - - - - - - - -

• BS 4504-Section 3.2:1989 (PN6-40) PN16 - - - - - - - -

• EN1514-1 to Suit EN1092 PN25 - - - - - - - -

PN40 - - - - - - - -

PN64 - - - - - - - -

PN100 - - - - - - - -

• JIS B2220 5K - - - - - - - -

  10K - - - - - - - -

• WSA109:2021 Standard PN16 - - - - - - - -

Notes:
There may be rounding or conversion deviations, but these should not exceed ± 1.5mm. If the deviation exceeds this tolerance it will be marked
with a letter and an explanation given in the footnote.
The information in this publication should not be relied upon as a substitute for detailed advice or as a basis for making a decision. Whilst every
care has been taken in the compilation of these tables, no guarantee is given, nor liability accepted for their accuracy.
For precise data, refer to relevant Standard.
This flange information does not necessarily apply to valves and other pipeline equipment which are often designed and manufactured to
accommodate multiple flange standards.  Consult relevant Manufacturer's data for information on its products.

Phone: (08)  8276 4140    
Web - www.industrialgaskets.com.au

Email - sales@industrialgaskets.com.au

Flange Tables     44" - 1100mm

Flange Type Flange Dimensions Bolt Data
Bolt Size

INDUSTRIAL GASKETS 



Standard Class O/Side O/Side Inside Bolt No. Hole
Rating Dia. Dia. Dia. Circle of Bolts Metric Inch Size
Table Full Face Ring Face Dia.

• AS 2129:2000 A - - -  - - - - -

D - - -  - - - - -

E - - -  - - - - -

F - - -  - - - - -

H - - -  - - - - -

J - - -  - - - - -

K - - -  - - - - -

R - - -  - - - - -

S - - -  - - - - -

T - - -  - - - - -

• AS 4087:1993 14/16 - - -  - - - - -

(Class 14, 16, 21, 35) 21/35 - - -  - - - - -

• British Standard (BTS) A

BS3063 in accordance with  BS10 and B

BS2035 C / D - - - - - - - -

E - - - - - - - -

F - - - - - - - -

H - - - - - - - -

ASME/ANSI B 16.1:1989 (#125 & #250) 125 1454 1324 1174 1365.3 40 - 1 1/2 41

• BS 1560-Section 3.1:1989 (#125/#250) 250 - ‐ - - - - - -

• ASME/ANSI B 16.47 Series A 150 1454 1327 1168  1365.3 40 - 1½ 41

300 1416 1273 1168  1320.8 28 - 1⅞ 51

600 - 1327 1168  - - - - -

• ASME/ANSI B 16.47 Series B 150 1341 1256 1168  1284.2 40 - 1⅛ 32

300 1461 1318 1168  1365.3 36 - 1⅞ 51

600 - - -  - - - - -

• DIN 2501-Part 1 (PN6-100) PN6 - - -  - - - - -

• ISO 7005-1:1992 (PN6-40) PN10 - - -  - - - - -

• BS 4504-Section 3.2:1989 (PN6-40) PN16 - - -  - - - - -

• EN1514-1 to Suit EN1092 PN25 - - -  - - - - -

PN40 - - -  - - - - -

PN64 - - -  - - - - -

PN100 - - -  - - - - -

• JIS B2220 5K - - - - - - - -

  10K - - - - - - - -

• WSA109:2021 Standard PN16 - - - - - - - -

Notes:
There may be rounding or conversion deviations, but these should not exceed ± 1.5mm. If the deviation exceeds this tolerance it will be marked
with a letter and an explanation given in the footnote.
The information in this publication should not be relied upon as a substitute for detailed advice or as a basis for making a decision. Whilst every
care has been taken in the compilation of these tables, no guarantee is given, nor liability accepted for their accuracy.
For precise data, refer to relevant Standard.
This flange information does not necessarily apply to valves and other pipeline equipment which are often designed and manufactured to
accommodate multiple flange standards.  Consult relevant Manufacturer's data for information on its products.

Phone: (08)  8276 4140    
Web - www.industrialgaskets.com.au

Email - sales@industrialgaskets.com.au

Flange Tables     46" - 1150mm

Flange Type Flange Dimensions Bolt Data
Bolt Size

INDUSTRIAL GASKETS 



Standard Class O/Side O/Side Inside Bolt No. Hole
Rating Dia. Dia. Dia. Circle of Bolts Metric Inch Size
Table Full Face Ring Face Dia.

• AS 2129:2000 A 1415 1317 1200 1353 28 M27 - 30

D 1490 1368 1200 1410 32 M33 - 36

E 1490 1365 1200 1410 32 M36 - 39

F 1530 1385 1200 1441 40 M39 - 42

H - - - - - - - -

J - - - - - - - -

K - - - - - - - -

R - - - - - - - -

S - - - - - - - -

T - - - - - - - -

• AS 4087:1993 14/16 1490 1368 1200 1410 32 M33 - 36

(Class 14, 16, 21, 35) 21/35 1530 1385 1200 1441 40 M39 - 42

• British Standard (BTS) A

BS3063 in accordance with  BS10 and B

BS2035 C / D - - - - - - - -

E - - - - - - - -

F - - - - - - - -

H - - - - - - - -

ASME/ANSI B 16.1:1989 (#125 & #250) 125 1511 1381 1226 1422.4 44 - 1 1/2 41

• BS 1560-Section 3.1:1989 (#125/#250) 250 1651 1490 1220 1543.1 40 - 2 57

• ASME/ANSI B 16.47 Series A 150 1511 1384 1219 1422.4 44 - 1½ 41

300 1467 1324 1219 1371.6 32 - 1⅞ 51

600 - 1391 1219 - - - - -

• ASME/ANSI B 16.47 Series B 150 1392 1307 1219 1335 44 - 1⅛ 32

300 1511 1369 1219 1416.1 40 - 1⅞ 51

600 - - - - - - - -

• DIN 2501-Part 1 (PN6-100) PN6 1405 1295 1220 1340 32 M30 - 33

• ISO 7005-1:1992 (PN6-40) PN10 1455 1330 1220 1380 32 M36 - 39

• BS 4504-Section 3.2:1989 (PN6-40) PN16 1485 1330 1220 1390 32 M45 - 48

• EN1514-1 to Suit EN1092 PN25 1530 1350 1220 1420 32 M52 - 56

PN40 1575 1380 1220 1460 32 M56 - 62

PN64 1665 1380 1220 1530 32 M72 - 78

PN100 - - - - - - - -

• JIS B2220 5K - - - - - - - -

  10K - - - - - - - -

• WSA109:2021 Standard PN16 1490 1364 1290 1410 32 M33 - 36

PN21 1530 1398 1290 1441 40 - - 42

Notes:
There may be rounding or conversion deviations, but these should not exceed ± 1.5mm. If the deviation exceeds this tolerance it will be marked
with a letter and an explanation given in the footnote.
The information in this publication should not be relied upon as a substitute for detailed advice or as a basis for making a decision. Whilst every
care has been taken in the compilation of these tables, no guarantee is given, nor liability accepted for their accuracy.
For precise data, refer to relevant Standard.
This flange information does not necessarily apply to valves and other pipeline equipment which are often designed and manufactured to
accommodate multiple flange standards.  Consult relevant Manufacturer's data for information on its products.

Phone: (08)  8276 4140    
Web - www.industrialgaskets.com.au

Email - sales@industrialgaskets.com.au

Flange Tables     48" - 1200mm

Flange Type Flange Dimensions Bolt Data
Bolt Size

INDUSTRIAL GASKETS 



Standard Class O/Side O/Side Inside Bolt No. Hole
Rating Dia. Dia. Dia. Circle of Bolts Metric Inch Size
Table Full Face Ring Face Dia.

• AS 2129:2000 A - - -  - - - - -

D - - -  - - - - -

E - - -  - - - - -

F - - -  - - - - -

H - - -  - - - - -

J - - -  - - - - -

K - - -  - - - - -

R - - -  - - - - -

S - - -  - - - - -

T - - -  - - - - -

• AS 4087:1993 14/16 - - -  - - - - -

(Class 14, 16, 21, 35) 21/35 - - -  - - - - -

• British Standard (BTS) A

BS3063 in accordance with  BS10 and B

BS2035 C / D - - - - - - - -

E - - - - - - - -

F - - - - - - - -

H - - - - - - - -

ASME/ANSI B 16.1:1989 (#125 & #250) 125 - - - - - - - -

• BS 1560-Section 3.1:1989 (#125/#250) 250 - ‐ - - - - - -

• ASME/ANSI B 16.47 Series A 150 1568 1435 1270  1479.6 44 - 1¾ 48

300 1530 1378 1270  1428.8 32 - 2 54

600 - 1448 1270  - - - - -

• ASME/ANSI B 16.47 Series B 150 1443 1357 1270  1385.8 48 - 1⅛ 32

300 1562 1419 1270  1466.9 44 - 1⅞ 51

600 - - -  - - - - -

• DIN 2501-Part 1 (PN6-100) PN6 - - -  - - - - -

• ISO 7005-1:1992 (PN6-40) PN10 - - -  - - - - -

• BS 4504-Section 3.2:1989 (PN6-40) PN16 - - -  - - - - -

• EN1514-1 to Suit EN1092 PN25 - - -  - - - - -

PN40 - - -  - - - - -

PN64 - - -  - - - - -

PN100 - - -  - - - - -

• JIS B2220 5K - - - - - - - -

  10K - - - - - - - -

• WSA109:2021 Standard PN16 - - - - - - - -

Notes:
There may be rounding or conversion deviations, but these should not exceed ± 1.5mm. If the deviation exceeds this tolerance it will be marked
with a letter and an explanation given in the footnote.
The information in this publication should not be relied upon as a substitute for detailed advice or as a basis for making a decision. Whilst every
care has been taken in the compilation of these tables, no guarantee is given, nor liability accepted for their accuracy.
For precise data, refer to relevant Standard.
This flange information does not necessarily apply to valves and other pipeline equipment which are often designed and manufactured to
accommodate multiple flange standards.  Consult relevant Manufacturer's data for information on its products.

Phone: (08)  8276 4140    
Web - www.industrialgaskets.com.au

Email - sales@industrialgaskets.com.au

Flange Tables     50" - 1250mm

Flange Type Flange Dimensions Bolt Data
Bolt Size

INDUSTRIAL GASKETS 



Standard Class O/Side O/Side Inside Bolt No. Hole
Rating Dia. Dia. Dia. Circle of Bolts Metric Inch Size
Table Full Face Ring Face Dia.

• AS 2129:2000 A - - - - - - - -

D - - - - - - - -

E - - - - - - - -

F - - - - - - - -

H - - - - - - - -

J - - - - - - - -

K - - - - - - - -

R - - - - - - - -

S - - - - - - - -

T - - - - - - - -

• AS 4087:1993 14/16 - - - - - - - -

(Class 14, 16, 21, 35) 21/35 - - - - - - - -

• British Standard (BTS) A

BS3063 in accordance with  BS10 and B

BS2035 C / D - - - - - - - -

E - - - - - - - -

F - - - - - - - -

H - - - - - - - -

ASME/ANSI B 16.1:1989 (#125 & #250) 125 1626 1489 1327 1536.7 44 - 1 3/4 48

• BS 1560-Section 3.1:1989 (#125/#250) 250 - ‐ - - - - - -

• ASME/ANSI B 16.47 Series A 150 1626 1492 1321 1536.7 44 - 1¾ 48

300 1581 1429 1321 1479.6 32 - 2 54

600 - 1499 1321 - - - - -

• ASME/ANSI B 16.47 Series B 150 1494 1408 1321 1436.6 52 - 1⅛ 32

300 1613 1470 1321 1517.7 48 - 1⅞ 51

600 - - - - - - - -

• DIN 2501-Part 1 (PN6-100) PN6 - - - - - - - -

• ISO 7005-1:1992 (PN6-40) PN10 - - - - - - - -

• BS 4504-Section 3.2:1989 (PN6-40) PN16 - - - - - - - -

• EN1514-1 to Suit EN1092 PN25 - - - - - - - -

PN40 - - - - - - - -

PN64 - - - - - - - -

PN100 - - - - - - - -

• JIS B2220 5K - - - - - - - -

  10K - - - - - - - -

• WSA109:2021 Standard PN16 - - - - - - - -

Notes:
There may be rounding or conversion deviations, but these should not exceed ± 1.5mm. If the deviation exceeds this tolerance it will be marked
with a letter and an explanation given in the footnote.
The information in this publication should not be relied upon as a substitute for detailed advice or as a basis for making a decision. Whilst every
care has been taken in the compilation of these tables, no guarantee is given, nor liability accepted for their accuracy.
For precise data, refer to relevant Standard.
This flange information does not necessarily apply to valves and other pipeline equipment which are often designed and manufactured to
accommodate multiple flange standards.  Consult relevant Manufacturer's data for information on its products.

Phone: (08)  8276 4140    
Web - www.industrialgaskets.com.au

Email - sales@industrialgaskets.com.au

Flange Tables     52" - 1300mm

Flange Type Flange Dimensions Bolt Data
Bolt Size

INDUSTRIAL GASKETS 



Standard Class O/Side O/Side Inside Bolt No. Hole
Rating Dia. Dia. Dia. Circle of Bolts Metric Inch Size
Table Full Face Ring Face Dia.

• AS 2129:2000 A - - - - - - - -

D - - - - - - - -

E - - - - - - - -

F - - - - - - - -

H - - - - - - - -

J - - - - - - - -

K - - - - - - - -

R - - - - - - - -

S - - - - - - - -

T - - - - - - - -

• AS 4087:1993 14/16 - - - - - - - -

(Class 14, 16, 21, 35) 21/35 - - - - - - - -

• British Standard (BTS) A

BS3063 in accordance with  BS10 and B

BS2035 C / D - - - - - - - -

E - - - - - - - -

F - - - - - - - -

H - - - - - - - -

ASME/ANSI B 16.1:1989 (#125 & #250) 125

• BS 1560-Section 3.1:1989 (#125/#250) 250 - ‐ - - - - - -

• ASME/ANSI B 16.47 Series A 150 1683 1549 1372 1593.9 44 - 1¾ 48

300 1657 1492 1375 1549.4 28 - 2¼ 61

600 - 1556 1372 - - - - -

• ASME/ANSI B 16.47 Series B 150 1549 1464 1372 1492.3 56 - 1⅛ 32

300 1673 1530 1372 1578.1 48 - 1⅞ 51

600 - - - - - - - -

• DIN 2501-Part 1 (PN6-100) PN6 - - - - - - - -

• ISO 7005-1:1992 (PN6-40) PN10 - - - - - - - -

• BS 4504-Section 3.2:1989 (PN6-40) PN16 - - - - - - - -

• EN1514-1 to Suit EN1092 PN25 - - - - - - - -

PN40 - - - - - - - -

PN64 - - - - - - - -

PN100 - - - - - - - -

• JIS B2220 5K - - - - - - - -

  10K - - - - - - - -

• WSA109:2021 Standard PN16 - - - - - - - -

Notes:
There may be rounding or conversion deviations, but these should not exceed ± 1.5mm. If the deviation exceeds this tolerance it will be marked
with a letter and an explanation given in the footnote.
The information in this publication should not be relied upon as a substitute for detailed advice or as a basis for making a decision. Whilst every
care has been taken in the compilation of these tables, no guarantee is given, nor liability accepted for their accuracy.
For precise data, refer to relevant Standard.
This flange information does not necessarily apply to valves and other pipeline equipment which are often designed and manufactured to
accommodate multiple flange standards.  Consult relevant Manufacturer's data for information on its products.

Phone: (08)  8276 4140    
Web - www.industrialgaskets.com.au

Email - sales@industrialgaskets.com.au

Flange Tables     54" - 1350mm

Flange Type Flange Dimensions Bolt Data
Bolt Size

INDUSTRIAL GASKETS 



Standard Class O/Side O/Side Inside Bolt No. Hole
Rating Dia. Dia. Dia. Circle of Bolts Metric Inch Size
Table Full Face Ring Face Dia.

• AS 2129:2000 A 1700 1573 1400 1615 32 M33 - 36

D 1700 1573 1400 1615 36 M33 - 36

E - - - - - - - -

F - - - - - - - -

H - - - - - - - -

J - - - - - - - -

K - - - - - - - -

R - - - - - - - -

S - - - - - - - -

T - - - - - - - -

• AS 4087:1993 14/16 - - - - - - - -

(Class 14, 16, 21, 35) 21/35 - - - - - - - -

• British Standard (BTS) A

BS3063 in accordance with  BS10 and B

BS2035 C / D - - - - - - - -

E - - - - - - - -

F - - - - - - - -

H - - - - - - - -

ASME/ANSI B 16.1:1989 (#125 & #250) 125

• BS 1560-Section 3.1:1989 (#125/#250) 250 - ‐ - - - - - -

• ASME/ANSI B 16.47 Series A 150 1746 1607 1422 1651 48 - 1¾ 48

300 1708 1543 1426 1600.2 28 - 2¼ 61

600 - 1613 1422 - - - - -

• ASME/ANSI B 16.47 Series B 150 1600 1514 1422 1543.1 60 - 1⅛ 32

300 1765 1594 1422 1651 36 - 2¼ 61

600 - - - - - - - -

• DIN 2501-Part 1 (PN6-100) PN6 1630 1510 1420 1560 36 M33 - 36

• ISO 7005-1:1992 (PN6-40) PN10 1675 1535 1420 1590 36 M39 - 42

• BS 4504-Section 3.2:1989 (PN6-40) PN16 1685 1530 1420 1590 36 M45 - 48

• EN1514-1 to Suit EN1092 PN25 1755 1560 1420 1640 36 M56 - 60

PN40 1795 1600 1420 1680 36 M56 - 62

PN64 - - - - - - - -

PN100 - - - - - - - -

• JIS B2220 5K - - - - - - - -

  10K - - - - - - - -

• WSA109:2021 Standard PN16 - - - - - - - -

Notes:
There may be rounding or conversion deviations, but these should not exceed ± 1.5mm. If the deviation exceeds this tolerance it will be marked
with a letter and an explanation given in the footnote.
The information in this publication should not be relied upon as a substitute for detailed advice or as a basis for making a decision. Whilst every
care has been taken in the compilation of these tables, no guarantee is given, nor liability accepted for their accuracy.
For precise data, refer to relevant Standard.
This flange information does not necessarily apply to valves and other pipeline equipment which are often designed and manufactured to
accommodate multiple flange standards.  Consult relevant Manufacturer's data for information on its products.

Phone: (08)  8276 4140    
Web - www.industrialgaskets.com.au

Email - sales@industrialgaskets.com.au

Flange Tables     56" - 1400mm

Flange Type Flange Dimensions Bolt Data
Bolt Size

INDUSTRIAL GASKETS 



Standard Class O/Side O/Side Inside Bolt No. Hole
Rating Dia. Dia. Dia. Circle of Bolts Metric Inch Size
Table Full Face Ring Face Dia.

• AS 2129:2000 A - - - - - - - -

D - - - - - - - -

E - - - - - - - -

F - - - - - - - -

H - - - - - - - -

J - - - - - - - -

K - - - - - - - -

R - - - - - - - -

S - - - - - - - -

T - - - - - - - -

• AS 4087:1993 14/16 - - - - - - - -

(Class 14, 16, 21, 35) 21/35 - - - - - - - -

• British Standard (BTS) A

BS3063 in accordance with  BS10 and B

BS2035 C / D - - - - - - - -

E - - - - - - - -

F - - - - - - - -

H - - - - - - - -

ASME/ANSI B 16.1:1989 (#125 & #250) 125 - - - - - - - -

• BS 1560-Section 3.1:1989 (#125/#250) 250 - ‐ - - - - - -

• ASME/ANSI B 16.47 Series A 150 1803 1664 1473 1708.2 48 - 1¾ 48

300 1759 1594 1473 1651 32 - 2¼ 61

600 - 1664 1473 - - - - -

• ASME/ANSI B 16.47 Series B 150 1675 1580 1473 1611.4 48 - 1¼ 35

300 1827 1656 1473 1713 40 - 2¼ 61

600 - - - - - - - -

• DIN 2501-Part 1 (PN6-100) PN6 - - - - - - - -

• ISO 7005-1:1992 (PN6-40) PN10 - - - - - - - -

• BS 4504-Section 3.2:1989 (PN6-40) PN16 - - - - - - - -

• EN1514-1 to Suit EN1092 PN25 - - - - - - - -

PN40 - - - - - - - -

PN64 - - - - - - - -

PN100 - - - - - - - -

• JIS B2220 5K - - - - - - - -

  10K - - - - - - - -

• WSA109:2021 Standard PN16 - - - - - - - -

Notes:
There may be rounding or conversion deviations, but these should not exceed ± 1.5mm. If the deviation exceeds this tolerance it will be marked
with a letter and an explanation given in the footnote.
The information in this publication should not be relied upon as a substitute for detailed advice or as a basis for making a decision. Whilst every
care has been taken in the compilation of these tables, no guarantee is given, nor liability accepted for their accuracy.
For precise data, refer to relevant Standard.
This flange information does not necessarily apply to valves and other pipeline equipment which are often designed and manufactured to
accommodate multiple flange standards.  Consult relevant Manufacturer's data for information on its products.

Phone: (08)  8276 4140    
Web - www.industrialgaskets.com.au

Email - sales@industrialgaskets.com.au

Flange Tables     58" - 1450mm

Flange Type Flange Dimensions Bolt Data
Bolt Size

INDUSTRIAL GASKETS 



Standard Class O/Side O/Side Inside Bolt No. Hole
Rating Dia. Dia. Dia. Circle of Bolts Metric Inch Size
Table Full Face Ring Face Dia.

• AS 2129:2000 A - - - - - - - -

D - - - - - - - -

E - - - - - - - -

F - - - - - - - -

H - - - - - - - -

J - - - - - - - -

K - - - - - - - -

R - - - - - - - -

S - - - - - - - -

T - - - - - - - -

• AS 4087:1993 14/16 - - - - - - - -

(Class 14, 16, 21, 35) 21/35 - - - - - - - -

• British Standard (BTS) A

BS3063 in accordance with  BS10 and B

BS2035 C / D - - - - - - - -

E - - - - - - - -

F - - - - - - - -

H - - - - - - - -

ASME/ANSI B 16.1:1989 (#125 & #250) 125 1854 - - 1759 52 - 1 3/4 48

• BS 1560-Section 3.1:1989 (#125/#250) 250 - ‐ - - - - - -

• ASME/ANSI B 16.47 Series A 150 1854 1715 1524 1759 52 - 1¾ 48

300 1810 1645 1524 1701.8 32 - 2¼ 61

600 - 1721 1524 - - - - -

• ASME/ANSI B 16.47 Series B 150 1726 1630 1524 1662.2 52 - 1¼ 35

300 1878 1705 1524 1763.8 40 - 2¼ 61

600 - - - - - - - -

• DIN 2501-Part 1 (PN6-100) PN6 - - - - - - - -

• ISO 7005-1:1992 (PN6-40) PN10 - - - - - - - -

• BS 4504-Section 3.2:1989 (PN6-40) PN16 - - - - - - - -

• EN1514-1 to Suit EN1092 PN25 - - - - - - - -

PN40 - - - - - - - -

PN64 - - - - - - - -

PN100 - - - - - - - -

• JIS B2220 5K - - - - - - - -

  10K - - - - - - - -

• WSA109:2021 Standard PN16 - - - - - - - -

Notes:
There may be rounding or conversion deviations, but these should not exceed ± 1.5mm. If the deviation exceeds this tolerance it will be marked
with a letter and an explanation given in the footnote.
The information in this publication should not be relied upon as a substitute for detailed advice or as a basis for making a decision. Whilst every
care has been taken in the compilation of these tables, no guarantee is given, nor liability accepted for their accuracy.
For precise data, refer to relevant Standard.
This flange information does not necessarily apply to valves and other pipeline equipment which are often designed and manufactured to
accommodate multiple flange standards.  Consult relevant Manufacturer's data for information on its products.

Phone: (08)  8276 4140    
Web - www.industrialgaskets.com.au

Email - sales@industrialgaskets.com.au

Flange Tables     60" - 1500mm

Flange Type Flange Dimensions Bolt Data
Bolt Size

INDUSTRIAL GASKETS 



Standard Class O/Side O/Side Inside Bolt No. Hole
Rating Dia. Dia. Dia. Circle of Bolts Metric Inch Size
Table Full Face Ring Face Dia.

• AS 2129:2000 A 1910 1783 1600 1825 32 M33 - 36

D 1910 1780 1600 1825 40 M36 - 39

E - - - - - - - -

F - - - - - - - -

H - - - - - - - -

J - - - - - - - -

K - - - - - - - -

R - - - - - - - -

S - - - - - - - -

T - - - - - - - -

• AS 4087:1993 14/16 - - - - - - - -

(Class 14, 16, 21, 35) 21/35 - - - - - - - -

• British Standard (BTS) A

BS3063 in accordance with  BS10 and B

BS2035 C / D - - - - - - - -

E - - - - - - - -

F - - - - - - - -

H - - - - - - - -

ASME/ANSI B 16.1:1989 (#125 & #250) 125 - - - - - - - -

• BS 1560-Section 3.1:1989 (#125/#250) 250 - ‐ - - - - - -

• ASME/ANSI B 16.47 Series A 150 - - - - - - - -

300 - - - - - - - -

600 - - - - - - - -

• ASME/ANSI B 16.47 Series B 150 - - - - - - - -

300 - - - - - - - -

600 - - - - - - - -

• DIN 2501-Part 1 (PN6-100) PN6 1830 1710 1620 1760 40 M33 - 36

• ISO 7005-1:1992 (PN6-40) PN10 1915 1760 1620 1820 40 M45 - 48

• BS 4504-Section 3.2:1989 (PN6-40) PN16 1930 1750 1620 1820 40 M52 - 56

• EN1514-1 to Suit EN1092 PN25 1975 1780 1620 1860 40 M56 - 60

PN40 2025 1815 1620 1900 40 M64 - 70

PN64 - - - - - - - -

PN100 - - - - - - - -

• JIS B2220 5K - - - - - - - -

  10K - - - - - - - -

• WSA109:2021 Standard PN16 - - - - - - - -

Notes:
There may be rounding or conversion deviations, but these should not exceed ± 1.5mm. If the deviation exceeds this tolerance it will be marked
with a letter and an explanation given in the footnote.
The information in this publication should not be relied upon as a substitute for detailed advice or as a basis for making a decision. Whilst every
care has been taken in the compilation of these tables, no guarantee is given, nor liability accepted for their accuracy.
For precise data, refer to relevant Standard.
This flange information does not necessarily apply to valves and other pipeline equipment which are often designed and manufactured to
accommodate multiple flange standards.  Consult relevant Manufacturer's data for information on its products.

Phone: (08)  8276 4140    
Web - www.industrialgaskets.com.au

Email - sales@industrialgaskets.com.au

Flange Tables     64" - 1600mm

Flange Type Flange Dimensions Bolt Data
Bolt Size

INDUSTRIAL GASKETS 



Standard Class O/Side O/Side Inside Bolt No. Hole
Rating Dia. Dia. Dia. Circle of Bolts Metric Inch Size
Table Full Face Ring Face Dia.

• AS 2129:2000 A 2110 1974 1800 2019 36 M36 - 39

D 2110 1971 1800 2019 44 M39 - 42

E - - - - - - - -

F - - - - - - - -

H - - - - - - - -

J - - - - - - - -

K - - - - - - - -

R - - - - - - - -

S - - - - - - - -

T - - - - - - - -

• AS 4087:1993 14/16 - - - - - - - -

(Class 14, 16, 21, 35) 21/35 - - - - - - - -

• British Standard (BTS) A

BS3063 in accordance with  BS10 and B

BS2035 C / D - - - - - - - -

E - - - - - - - -

F - - - - - - - -

H - - - - - - - -

ASME/ANSI B 16.1:1989 (#125 & #250) 125 2197 2048 1835 2095.5 60 - 1 3/4 48

• BS 1560-Section 3.1:1989 (#125/#250) 250 - ‐ - - - - - -

• ASME/ANSI B 16.47 Series A 150 - - - - - - - -

300 - - - - - - - -

600 - - - - - - - -

• ASME/ANSI B 16.47 Series B 150 - - - - - - - -

300 - - - - - - - -

600 - - - - - - - -

• DIN 2501-Part 1 (PN6-100) PN6 2045 1920 1820 1970 44 M36 - 39

• ISO 7005-1:1992 (PN6-40) PN10 2115 1960 1820 2020 44 M45 - 48

• BS 4504-Section 3.2:1989 (PN6-40) PN16 2130 1950 1820 2020 44 M52 - 56

• EN1514-1 to Suit EN1092 PN25 2195 1985 1820 2070 44 M64 - 69

PN40 - - - - - - - -

PN64 - - - - - - - -

PN100 - - - - - - - -

• JIS B2220 5K - - - - - - - -

  10K - - - - - - - -

• WSA109:2021 Standard PN16 - - - - - - - -

Notes:
There may be rounding or conversion deviations, but these should not exceed ± 1.5mm. If the deviation exceeds this tolerance it will be marked
with a letter and an explanation given in the footnote.
The information in this publication should not be relied upon as a substitute for detailed advice or as a basis for making a decision. Whilst every
care has been taken in the compilation of these tables, no guarantee is given, nor liability accepted for their accuracy.
For precise data, refer to relevant Standard.
This flange information does not necessarily apply to valves and other pipeline equipment which are often designed and manufactured to
accommodate multiple flange standards.  Consult relevant Manufacturer's data for information on its products.

Phone: (08)  8276 4140    
Web - www.industrialgaskets.com.au

Email - sales@industrialgaskets.com.au

Flange Tables     72" - 1800mm

Flange Type Flange Dimensions Bolt Data
Bolt Size

INDUSTRIAL GASKETS 



Standard Class O/Side O/Side Inside Bolt No. Hole
Rating Dia. Dia. Dia. Circle of Bolts Metric Inch Size
Table Full Face Ring Face Dia.

• AS 2129:2000 A - - - - - - - -

D 2345 2202 2000 2250 44 M39 - 42

E - - - - - - - -

F - - - - - - - -

H - - - - - - - -

J - - - - - - - -

K - - - - - - - -

R - - - - - - - -

S - - - - - - - -

T - - - - - - - -

• AS 4087:1993 14/16 - - - - - - - -

(Class 14, 16, 21, 35) 21/35 - - - - - - - -

• British Standard (BTS) A

BS3063 in accordance with  BS10 and B

BS2035 C / D - - - - - - - -

E - - - - - - - -

F - - - - - - - -

H - - - - - - - -

ASME/ANSI B 16.1:1989 (#125 & #250) 125

• BS 1560-Section 3.1:1989 (#125/#250) 250 - ‐ - - - - - -

• ASME/ANSI B 16.47 Series A 150 - - - - - - - -

300 - - - - - - - -

600 - - - - - - - -

• ASME/ANSI B 16.47 Series B 150 - - - - - - - -

300 - - - - - - - -

600 - - - - - - - -

• DIN 2501-Part 1 (PN6-100) PN6 2265 2125 2020 2180 48 M39 - 42

• ISO 7005-1:1992 (PN6-40) PN10 2325 2170 2020 2230 48 M45 - 48

• BS 4504-Section 3.2:1989 (PN6-40) PN16 2345 2150 2020 2230 48 M56 - 62

• EN1514-1 to Suit EN1092 PN25 2425 2210 2020 2300 48 M64 - 70

PN40 - - - - - - - -

PN64 - - - - - - - -

PN100 - - - - - - - -

• JIS B2220 5K - - - - - - - -

  10K - - - - - - - -

• WSA109:2021 Standard PN16 - - - - - - - -

Notes:
There may be rounding or conversion deviations, but these should not exceed ± 1.5mm. If the deviation exceeds this tolerance it will be marked
with a letter and an explanation given in the footnote.
The information in this publication should not be relied upon as a substitute for detailed advice or as a basis for making a decision. Whilst every
care has been taken in the compilation of these tables, no guarantee is given, nor liability accepted for their accuracy.
For precise data, refer to relevant Standard.
This flange information does not necessarily apply to valves and other pipeline equipment which are often designed and manufactured to
accommodate multiple flange standards.  Consult relevant Manufacturer's data for information on its products.

Phone: (08)  8276 4140    
Web - www.industrialgaskets.com.au

Email - sales@industrialgaskets.com.au

Flange Tables     80" - 2000mm

Flange Type Flange Dimensions Bolt Data
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INDUSTRIAL GASKETS 



Industrial Gaskets have been supplying High Quality  
Sealing products to an extensive range of industries  

Australia wide & Internationally for over 30 years.  
Australian owned and Operated 

 
 
 
 
 
 
 

 Cut Gaskets /Components- any Flange Standard, Size  
 Spiral Wound Gaskets, Heat Exchanger and Camprofile 
 Premium Grade Elastomers- including EPDM, Neoprene, Viton, Natural,  
      Nitrile, Insertion, Hypalon, FDA approved, Butyl, Skirting, Linatrile 
 Gasket sheet – Compressed Fibre, PTFE, Chemical, High Temp & Pressure 
 Potable Water certified AS4020:2018 Compressed Fibre &  EPDM Rubber 
 Fibreglass Products (Tape, Rope, Lagging) 
 Ceramic Products (Tape, Rope, Blanket & Board) 
 Gland & Valve Pump Packing 
 Flange Insulation Kits (Mylar, G11, G10 Glass Epoxy) 
 Isolating Sleeves, Washers & Bolt Insulators - “Top Hats” 
 Rubber & Metallic Expansion Joints / Flexible Bellows 
 Expanded & Virgin PTFE Cord, Tape, Sheet and cut components 
 Graphite Products, Sheet, Packings, Cut Gaskets & Tapes 
 Doniflon® & Gylon® Modified PTFE gasket sheet or gaskets 
 RTJ’s (Ring Type Joint Gaskets) - extensive stocks 
 Rubber Strip and Linings 
 Couplings & Pipe Repair Clamps 
 Distributor of Chemtools® range of Products 
 Australian distributor of Integra® range of critical and Firesafe Flange Kits 
 Australian Distributor of Donit Tesnit Europe range of Gasket materials 
 Critical Service, Firesafe Flange Isolation Kit & Kleerband Flange Protector 
 Engineered & High Performance Plastics  
 
Industrial Gaskets CNC Digital Knife Cutting machines provide the 
latest technology in the clean manufacture of gaskets and seals.   

Your drawing or ours, any design or custom shape. 

 

Industrial Gaskets 
 

Email: sales@industrialgaskets.com.au 
Website: www.industrialgaskets.com.au 

 
Phone: (08) 8276 4140 
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